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Headquarter, Oggiono (LC)

Würth Elektronik Stelvio Kontek S.p.A. is one 
of the leading groups in the connectors 
market. With a solid background in the 
sector and having gained strength from the 
merger between Stelvio and Kontek Comatel 
in 2009, the group’s innovative production 
facilities and vertical organization result in high 
performance. 
Technical experts operate in our in-house 
R&D department and at the production sites 
(Italy, Hungary, Romania) to transform 
sketches into reality. The company designs, 
engineers and manufactures standardized & 
customized solutions using dedicated 
equipment and can rely on its hi-tech 
facilities powered up with in-house technology. 
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Globally available. Locally present.
Würth Elektronik eiSos is present with production plants and a worldwide technical sales force in all important markets of the world.



Fully
Verticalized
Production
Our structure is organized to satisfy even the most demanding 
customers needs from design to production and engineering.
We offer engineering, design and manufacturing of custom products 
with dedicated equipment, supported by a modern and fully verticalized 
structure and with all processes constantly under control. All of this 
thanks to unique in-house designed software’s and hardware’s. 
Würth Elektronik Stelvio Kontek follows the whole development process: 
from design to production, validation and commercialization.

► Scan the QR-code with your smartphone and discover the flow of Würth Elektronik Stelvio Kontek’s products, from the idea to your hands.
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BOARD TO BOARD CONNECTION PITCH 1.27x2.54 mm
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BOARD TO BOARD CONNECTION PITCH 1.27x1.27 mm
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BOARD TO BOARD CONNECTION PITCH 2 mm
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BOARD TO BOARD CONNECTION PITCH 3.96 mm
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WIRE TO BOARD CONNECTION
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TECHNICAL DATA

technical data 129

CODE INDEX

code index 137

All supplies and services are made exclusively on the basis of the General Terms and Conditions of Trade of Würth Elektronik Stelvio Kontek S.p.A.
(www.stelvio-kontek.com).
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BOARD TO BOARD CONNECTION 
PITCH 1.27x2.54 mm

Note:

PLATING standard version
Gold 0.25 μm 
Gold Flash
Tin

PLATING upon request
Selective sh
Selective Gold

Packing standard version
Box
Tube

Packing upon request
T&R
T&R + Cap
Tube + Cap



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER STRAIGHTINTERKON                           

Features Breakable header 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 10 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E

471 9739 5 xx 4x0

D Number of contacts from 02 to 40

E

Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
6 Selective gold flash

MALE HEADER STRAIGHT DOUBLE ROWINTERKON                            

Features Breakable header 1.27x2.54 mm

Material Insulator: 
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

473 82xx 5xx 2x0

B Standard connectors: view table

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

B C H
8269 2.8 2.6 1.7
8270   5.84   3.05 1.7
8271 2.8 2.6   2.54
8272    5.84   3.05   2.54



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER RIGHT ANGLEINTERKON                           

Features Breakable header 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E

472 9706 5 xx 4x0

D Number of contacts from 02 to 50

E

Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
7 Selective gold
6 Selective god flash

B C D
8260 3 5.8 3.9
8261    3.1 3.5 1.3

MALE HEADER RIGHT ANGLE DOUBLE ROWINTERKON                            

Features Breakable header 1.27x2.54 mm

Material Insulator: 
High temperature thermoplastic 
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating: 
-40 °C to 105 °C

Product Code

A B C D

474 826x 5xx 2x0

B Standard connectors: view table

C
Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER DOUBLE BASEINTERKON                           

Features Breakable header 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

380 8326 5xx 2x0

B Standard connectors: view table

C Number of contacts from 02 to 50

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

A D
8326 12.83 5.0

MALE HEADER DOUBLE BASE

Features Breakable header 1.27x2.54 mm

Material Insulator: 
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

INTERKON                            

Product Code

A B C D

470 82xx 5xx 2x0

B Standard connectors: view table

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

B C
8256 12.83 5.0
8257 15.88 8.0



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER STRAIGHT SMT

Features Breakable header 

Material Insulator: 
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 10 mΩ max

Mechanical Temperature rating: 
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT                          

Product Code

A B C D E F G

671 9740 5 xx 2x x -x

D Number of contacts from 03 to 32

E

Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
7 Selective gold
6 Selective gold flash

F Position of the first pin
(see below 1 or 2)

G
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

MALE HEADER DOUBLE ROW SMTINTERKON SMT                            

Features Breakable header 1.27x2.54 mm 

Material Insulator:
High temperature  thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 

Product Code

A B C D E F

673 826X 5xx 2x x - x

B Standard connectors: view table

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without    
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

B
8266 5.84
8267 4.83



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER DOUBLE BASE SMTINTERKON  SMT                           

Features Breakable header 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 
A D

8273 7.3 5
8274 11.05    6.3

Product Code

A B C D E F

670 8xxx 5xx 2x x - x

B Standard connectors: view table

C Number of contacts from 02 to 50

D

Plating
1 Gold flash
4 Tin
6 Selective gold flash

E Position of the first pin
(see below 1 or 2)

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

MALE HEADER DOUBLE BASE SMT

Features Breakable header 1.27x2.54 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT                        

Product Code

A B C D E F

670 827x 5xx 2x x - x

B Standard connectors: view table

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

A D
8275 7.3 5
8276 11.05    6.3



“Due to technical progress, all design, specification and components are subject to change without notice”.
stelvio-kontek.com ‧ 21

SOCKET CONNECTOR, STRAIGHT, SINGLE AND DOUBLE ROW

Features Socket connector 1.27x2.54 mm 
Body height 4.6 mm

Material Insulator:
High temperature thermoplastic 
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON                    

Product Code

A B C D

477 97xx 5xx 4x0

B 79: Single row (max 36 position)
80: Double row (max 98 position)

C Number of contacts from 03 to 98

D
Plating
1 Gold flash
6 Selective gold flash

Product Code

A B C D

477 831x 5xx 4x0

B
Row selection
2: Single row (40 position max)
3: Double row (100 Position max)

C Number of contacts from 02 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROWMODUKON                    

Features Socket connector 1.27x2.54 mm 
Body height 8.5 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C



“Due to technical progress, all design, specification and components are subject to change without notice”.
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SOCKET CONNECTOR, STRAIGHT, SINGLE ROW SMT 

Features Socket 
Body height 6.0 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON SMT                    

Product Code

A B C D E F G

677 9738 5 xx 4x x - x

D Number of contacts from 03 to 30

E

Plating
1 Gold flash
0 Gold
4 Tin
7 Selective gold
6 Selective gold flash

F Position of the first pin
(see below 1 or 2)

G
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap

MODUKON SMT                     SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Features Socket 1.27x2.54 mm
Body height 6 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

Product Code

A B C D E F

677 8278 5xx 4x x - x

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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BOARD TO BOARD CONNECTION 
PITCH 1.27x1.27 mm

Note:

PLATING standard version
Gold 0.25 μm 
Gold Flash
Tin

PLATING upon request
Selective Gold Flash
Selective Gold

Packing standard version
Box
Tube

Packing upon request
T&R
T&R + Cap
Tube + Cap



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER STRAIGHT

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

INTERKON                    

Product Code

A B C D

471 831x 5xx 2x0

B Standard connectors: view table

C Number of contacts from 02 to 50

D
Plating
1 Gold flash
4 Tin
7 Selective gold flash

B C H
8316 3.05 2.29 1.5
8317 3.05 2.29 2.5

MALE HEADER STRAIGHT DOUBLE ROW

Features Breakable header 1.27x1.27 mm 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON                     

Product Code

A B C D E

473 9703 5 xx 4x0

D Number of contacts
from 06 to 100 (for 100 sign 00)

E

Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
6 Selective gold flash
7 Selective gold



“Due to technical progress, all design, specification and components are subject to change without notice”.
stelvio-kontek.com ‧ 25

MALE HEADER RIGHT ANGLE

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

INTERKON                    

Product Code

A B C D

472 831x 5xx 2x0x

B Standard connectors: view table

C Number of contacts from 02 to 50

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

B C D H
8314 3.05 2.29 1.5 1.5
8315 3.05 2.29 1.5 2.5

MALE HEADER RIGHT ANGLE DOUBLE ROW

Features Breakable header 1.27x1.27 mm 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E

474 9704 5 xx 4x0

D Number of contacts from 06 to 100 
(for 100 sign 00)

E

Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
7 Selective gold
6 Selective gold flash

MODUKON                     



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER DOUBLE BASE

Features Breakable header 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

INTERKON                    

Product Code

A B C D

380 831x 5xx 2x0

B Standard connectors: view table

C Number of contacts from 02 to 50

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

B C D
8318 3.0 2.85 6.0
8319 3.0 2.85 4.0

MALE HEADER DOUBLE BASE

Features Breakable header 1.27x1.27 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating: 
-40 °C to 105 °C

INTERKON                     

Product Code

A B C D

380 832x 5xx 2x0

B Standard connectors: view table

C Number of contacts from 06 to 100
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

B C D
8327 3.0 2.85 6.0
8328 3.0 2.85 4.0



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER STRAIGHT SMT

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT                    

Product Code

A B C D E F

671 832x 5xx 2x x - x

B Standard connectors: view table

C Number of contacts from 02 to 50

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E Position of the first pin
(see below 1 or 2)

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

B C D
8320 3.0 5.5 1.7
8321 6.0 6.5 2.7

MALE HEADER DOUBLE ROW SMT

Features Breakable header 1.27x1.27 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT                    

Product Code

A B C D E F

673 9702 5 xx 4x0 -x

D Number of contacts from 10 to 100 
(for 100 sign 00)

E

Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
6 Selective gold flash
7 Selective gold

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER DOUBLE ROW SMT

Features Breakable header 1.27x1.27 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT                    

Product Code

A B C D E F

673 9702 5 xx 4xy -x

D Number of contacts from 10 to 100 
(for 100 sign 00)

E

x=Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
6 Selective gold flash
7 Selective gold
y=0 without peg
y=1 with peg 

MALE HEADER RIGHT ANGLE, SMT

Features Breakable header 1.27x1.27 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT                   

Product Code

A B C D E F

673 832x 5xx 2x x - x

B
Dimension B
4: B= 3.05mm
5: B= 3.81mm

C Number of contacts from 06 to 100
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
PLocating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER DOUBLE BASE SMT

Features Breakable header 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT                    

Product Code

A B C D E F

670 832x 5xx 2x x - x

B Standard connectors: view table

C Number of contacts from 02 to 50

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E Position of the first pin
(see below 1 or 2)

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

B C D
8322 3.0 5.0   6.35
8323 5.0 5.0 5.0

MALE HEADER DOUBLE BASE SMT

Features Breakable header 1.27x1.27 mm 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT                   

Product Code

A B C D E F

380 8xxx 5xx 2x x - x

B Please see table

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

B C D
8329 3.0 5.0 6.0
8330 3.0 5.0 5.0



“Due to technical progress, all design, specification and components are subject to change without notice”.
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MALE HEADER POLARIZED

Features Polarized male header PTH 
1.27x1.27 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating
-40 °C to 105 °C

Packaging Tube

INTERKON                  

Product Code

A B C D

473 8254 5xx 2x0

B Number of contacts from 06 to 100 
(for 100 mark 00)

C
Plating
1 Gold flash 4 Tin
7 Selective gold flash

MALE HEADER POLARIZED

Features Polarized male header SMT 
1.27x1.27 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT                 

Product Code

A B C D E F

673 8255 5xx 2x x - x

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap



“Due to technical progress, all design, specification and components are subject to change without notice”.
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SOCKET CONNECTOR, POLARIZED, DOUBLE ROW SMT

Features Polarized socket connector 
1.27x1.27 mm
Body height 4.5 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

MODUKON SMT                

Product Code

A B C D E F

677 8013 5xx 4x x - x

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, STRAIGHT

Features Socket 1.27x1.27 mm 
Body height 3.4 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON                   

Product Code

A B C D

477 xxxx 5xx 4x0

B
Number of row
9831 Single row
9705 Double row

C
Number of contacts
from 03 to 36 for single row
from 06 to 100 for double row

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
6 Selective gold flash
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SOCKET CONNECTOR, STRAIGHT, SINGLE ROWMODUKON                   

Features Profile 4.3 mm height

Material Insulator: Nylon 6T
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

477 9832 5xx 4x0

C Number of contacts from 03 to 36

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
6 Selective gold flash

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW

Features Socket 1.27x1.27 mm 
Body Height 4.3 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube

MODUKON                

Product Code

A B C D

477 8311 5xx 4x0

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash
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SOCKET CONNECTOR, RIGHT ANGLE, DOUBLE ROW MODUKON                   

Features Socket 1.27x1.27 mm 
Body height 3.45 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E

477 9741 5 xx 4x0

D Number of contacts from 10 to 50

E

Plating
1 Gold flash
4 Tin
7 Selective gold
6 Selective gold flash

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW

Features Pass trough socket 1.27x1.27 mm 
Body height 2.2 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

MODUKON SMT               

Product Code

A B C D E F

677 8012 5xx 4x x - x

C Number of contacts from 06 to 80

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, STRAIGHT, SINGLE ROW SMT

Features Socket 
Body height 3.6 mm

Material Insulator:
High temperaturethermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 

MODUKON SMT                  

Product Code

A B C D E E

677 8310 5xx 4x x - x

C Number of contacts from 06 to 36

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E Position of the frst pin
See below 1 or 2

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMTMODUKON SMT                  

Features Socket 1.27x1.27 mm 
Body height 3.4 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 30 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Carton box, Tube or T&R

Product Code

A B C D E F G

677 9707 5 xx 4x x - x

D Number of contacts from 06 to 100

E

Plating
1 Gold flash
4 Tin
7 Selective gold
6 selective gold flash

F
Locating peg
0 without 
1 with

G
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, RIGHT ANGLE, SINGLE ROW SMTMODUKON SMT                   

Features Socket 
Body height 2 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

Product Code

A B C D E

677 8268 5xx 4x0 - x

C Number of contacts from 06 to 50

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E T: tube
R: Tape & Reel

SOCKET CONNECTOR, RIGHT ANGLE, DOUBLE ROW SMTMODUKON SMT                  

Features Sockect 1.27x1.27mm 
Body height 3.45 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 

Product Code

A B C D E F

677 8279 5xx 4x x - x

C Number of contacts from 06 to 100 
(for 100 mark 00)

D
Plating
1 Gold flash
4 Tin
7 Selective gold flash

E
Locating peg 
0 without
1 with

F T: tube
R: Tape & Reel
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BOARD TO BOARD CONNECTION 
PITCH 2 mm

Note:

PLATING standard version
Gold 0.25 μm 
Gold Flash
Tin

PLATING upon request
Selective Gold Flash
Selective Gold

Packing standard version
Box
Tube

Packing upon request
T&R
T&R + Cap
Tube + Cap
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MALE HEADER STRAIGHTMODUKON                 

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

471 9709 6xx 4x0

C Number of contacts from 02 to 40

D

Plating
1 Gold flash
0 Gold 0.25 µm
4 Tin
7 Selective gold
6 Selective gold flash

MALE HEADER STRAIGHT DOUBLE ROW

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

INTERKON               

Product Code

A B C D E

473 9711 6 xx 4x0

D Number of contacts from 04 to 80

E

Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
7 Selective gold
6 Selective gold flash
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MALE HEADER STRAIGHTMODUKON                  

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E

394 9712 C xx 4x0

D Number of contacts per row from 06 
to 30

E

Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
7 Selective gold
6 Selective gold flash

MALE HEADER RIGHT ANGLE

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Bras

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

INTERKON               

Product Code

A B C D E

472 9708 6 xx 4x0

D Number of contacts from 02 to 40

E
Plating
1 Gold flash
4 Tin
6 Selective gold flash
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MALE HEADER RIGHT ANGLE DOUBLE ROWINTERKON              

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C
 

Product Code

A B C D E

474 9710 6 xx 4x0

D Number of contacts from 04 to 80

E

Plating
1 Gold flash
4 Tin
0 Gold 0.25 um
7 Selective gold
6 Selective gold flash

MALE HEADER DOUBLE BASE

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

INTERKON               

Product Code

A B C D

380 98xx 6xx 4x0

B See table

C Number of contacts from 02 to 40

D

Plating
0 Gold
1 Gold flash
4 Tin
7 Selective gold
6 Selective gold flash

A B C D
9813 10.50 4.90 2.30   3.30
9814 14.50 2.50 4.00   8.00
9815 16.85 2.40 2.45 12.00
9816 20.50 4.00 2.50 14.00



“Due to technical progress, all design, specification and components are subject to change without notice”.
stelvio-kontek.com ‧ 41

MALE HEADER DOUBLE BASEINTERKON              

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

380 9xxx 6xx 4x0

B See table

C Number of contacts from 04 to 80

D

Plating
0 Gold
1 Gold flash
4 Tin
7 Selective gold

A B C D
9817 10.50 4.90 2.30   3.30
9818 14.50 2.50 4.00   8.00
9819 16.85 2.40 2.45 12.00
9820 20.50 4.00 2.50 14.00

MALE HEADER STRAIGHT SMT

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT               

Product Code

A B C D E F G

671 9806 6 xx 4x x -x

D Number of contacts from 02 to 40

E

Plating
0 Gold
1 Gold flash
4 Tin
7 Selective gold
6 Selective gold flash

F
Locating peg and position of the 
first pin 
(see drawing below)

G
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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MALE HEADER DOUBLE ROW SMT

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT               

Product Code

A B C D E F G

673 9769 6 xx 4x x -x

D Number of contacts from 06 to 50

E

Plating
0 Gold
1 Gold flash
4 Tin
7 Selective gold
6 Selective gold flash

F
Locating peg
0 without
1 with

G
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

MALE HEADER RIGHT ANGLE, SMT

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT              

Product Code

A B C D E F

671 8280 6xx 2x x -x

B B= 4.45 mm

C Number of contacts from 04 to 36

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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MALE HEADER RIGHT ANGLE, SMT

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT              

Product Code

A B C D E F

673 8334 6xx 2x x -x

B B = 4 mm

C Number of contacts from 06 to 72

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

MALE HEADER DOUBLE BASE SMT

Features Dual insulated headers, single row 
pitch 2.0 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT              

Product Code

A B C D E F

670 982x 6xx 4x x -x

B See table

C Number of contact from 02 to 40

D
Plating
0 Gold
1 Gold flash
4 Tin

E Position of the first pin

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

A B C D
9822   8.6 4.0 0.7 3.9
9823 10.0 3.9 0.7 5.4
9824 11.8 3.4 0.7 7.7
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MALE HEADER DOUBLE BASE SMT

Features Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

INTERKON SMT              

Product Code

A B C D E F G

670 98xx 6 xx 4x x -x

B See table

D Number of contact from 04 to 80

E

Plating
0 Gold
1 Gold flash
4 Tin
6 Selective gold flash

F
Locating peg
0 without
1 with

G
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

A B C D
9825   8.6 4.0 0.7 3.9
9826 10.0 3.9 0.7 5.4
9827 11.8 3.4 0.7 7.7

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW

Features Body height 2.13 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D

477 8285 6xx 4x0

C Number of contacts from 04 to 80

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash
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SOCKET CONNECTOR, STRAIGHT

Features Body height 3.4 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D

477 828x 6xx 4x0

B
Number of row
6: Single row
7: Double row

C
Number of crontacts:
Single row from 03 to 40
Double row from 06 to 80

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

SOCKET CONNECTOR, STRAIGHT

Features Body height 4.3 mm 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D E

477 973x 6 xx 4x0

B
Number of row
3 Single Row
2 Double row

C
Number of contacts 
from 04 to 40 single row
from 06 to 80 double row

D

Plating
1 Gold flash
4 Tin
7 Selective gold
0 Gold 0.25 um
6 Selective gold flash



“Due to technical progress, all design, specification and components are subject to change without notice”.
46 ‧ stelvio-kontek.com

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Dual entry socket
Body height 4.3 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D E

477 8294 6xx 4x x

C Number of contacts from 03 to 40

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Position of the frst pin
See below 1 or 2
0: same side pins

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW

Features Dual entry socket
Body height 4.3 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D E

477 9736 6xx 4x x

C Number of contacts from 06 to 80

D

Plating
1 Gold flash
4 Tin
7 Selective gold
0 Gold 0.25 um
6 Selective gold flash

E
Distance between rows
1 5.0 mm
2 6.0 mm
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SOCKETCONNECTOR, STRAIGHT, SINGLE ROW

Features Body height 6.3 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1 000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D E

477 9731 C xx 4x0

D Number of contacts per row from 06 to 30

E

Plating
1 Gold flash
4 Tin
7 Selective gold plating
0 Gold 0.25 um
6 Selective gold flash

SOCKET CONNECTOR, STRAIGHT

Features Elevated socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D E

477 829x 6xx 4x x

B
Number of row:
5: Single row
6: Double row

C From 04 to 80 contact per row

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E Standard dimension, please refer to 
the table

A B
1   9.35 1.27
2 11.63 1.27
3 12.34 1.27
4 21.59 1.27
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SOCKET CONNECTOR, STRAIGHT

Features Elevated socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max 

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D E F

477 8297 x xx 4x x

C
Number of Row
C: Triple row
D: Four row

D Number of contact per row
From 02 to 40 contact per row

E
Plating
1 Gold flash
4 Tin
6 Selective gold flash

F Standard dimension, please refer to 
the table

A B

1   9.35 1.27
2 11.63 1.27
3 12.34 1.27
4 21.59 1.27

SOCKET CONNECTOR, STRAIGHT

Features Elevated socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D

477 9773 6xx 4x0

C Number of contacts from 04 to 40

D
Plating
1 Gold flash
4 Tin
7 Selective gold
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SOCKET CONNECTOR, RIGHT ANGLE, DOUBLE ROW

Features Body height 4 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D

477 8288 6xx 4x0

C Number of contacts from 04 to 80

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

SOCKET CONNECTOR, RIGHT ANGLE, SINGLE ROW

Features Body height 2 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D

477 8302 6xx 4x0

C Number of contacts from 02 to 30

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash
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SOCKET CONNECTOR, RIGHT ANGLE, DOUBLE ROW

Features Body height 4.9 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON         

Product Code

A B C D E

477 9742 6 xx 4x0

D Number of contacts from 06 to 50

E

Plating
1 Gold flash
4 Tin
7 Selective gold plating
0 Gold 0.25 um

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Features Dual entry socket
Body height 2.3 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E F

677 8304 6xx 4x x -x

MODUKON SMT         

C Number of contacts from 04 to 80

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, RIGHT ANGLE, DOUBLE ROW SMT

Features Dual entry socket
Body height 2.8 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

MODUKON SMT        

Product Code

A B C D E F G

677 9784 6 xx 4x x -x

D Number of contacts from 10 to 60

E

Plating
0 Gold
1 Gold flash
4 Tin
7 Selective gold

F
Locating peg
0 without
1 with

G
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW SMT

Features Dual entry socket
Body height 3.7 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max 

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

MODUKON SMT         

Product Code

A B C D E F

677 8300 6xx 4x x -x

C Number of contacts from 04 to 40

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E Position of the frst pin
See below 1 or 2

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Features Dual entry socket
Body height 3.7 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R

MODUKON SMT         

Product Code

A B C D E F

677 8301 6xx 4x x -x

C Number of contacts from 06 to 80

D

Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW SMT 

Features Body height 4.3 mm 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Carton box, Tube or T&R

Product Code

A B C D E F G

677 9734 6 xx 4x x -x

MODUKON SMT         

D Number of contacts from 04 to 25

E

Plating
1 Gold flash
4 Tin
7 Selective gold plating
0 Gold 0.25 um
6 Selective gold flash

F Position of the first pin
see below 1 or 2

G
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap

1

2

1

2
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SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Features Body height 4.3 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Carton box, Tube or T&R

MODUKON SMT         

Product Code

A B C D E F G

677 9735 6 xx 4x x -x

D Number of contacts from 06 to 60

E

Plating
1 Gold flash
4 Tin
7 Selective gold plating
0 Gold 0.25 um
6 Selective gold flash

F
Locating peg (Ø 1 mm)
0 without
1 with

G
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW SMT

Features Toal body height 7.62 mm 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 

Product Code

A B C D E F

677 8290 6xx 4x x -x

MODUKON SMT         

C Number of contacts from 02 to 30

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E Position of the frst pin
See below 1 or 2

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Features Toal body height 7.62 mm 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 

MODUKON SMT         

Product Code

A B C D E F

677 8291 6xx 4x x -x

C Number of contacts from 04 to 60

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Features Elevated SMT socket
Cody height 9,62 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 

Product Code

A B C D E F

677 8299 6xx 4x x -x

MODUKON SMT         

C Number of contacts from 04 to 60 

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, RIGHT ANGLE, SINGLE ROW SMT

Features Body height 2.16 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max   

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 

MODUKON SMT         

Product Code

A B C D E F

677 8303 6xx 4x x -x

C Number of contacts from 02 to 20

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
Locating peg 
0 without
1 with

F T: tube
R: Tape & Reel

SOCKET CONNECTOR, RIGHT ANGLE, DOUBLE ROW SMT

Features Body height 4.9 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 1.5A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩmini
Contact resistance: 20 mΩ max 

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or Tape & Reel 

Product Code

A B C D E F

677 9841 6xx 4x x -x

MODUKON SMT         

C Number of contacts from 04 to 40

D
Plating
1 Gold flash
4 Tin
7 Selective gold

E
Location peg
0: without location peg
1: with location peg

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, RIGHT ANGLE SMT

Features Body height 2 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 

Product Code

A B C D E

677 829x 6xx 4x0 -x

MODUKON SMT         

B
Number of ro w
2 Single row
3 Double row

C
Number of contacts 
from 02 to 30 single row
from 04 to 60 double row

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E T: tube
R: Tape & Reel

SOCKET JUMPERS

Features Mate with 2.0 mm grid male header 
connectors

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 1A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E

313 971x 000 4x x

INSULATED JUMPERS        

E

colors:
0 black
2 red
4 yellow
5 green
6 blue
8 gray
9 white

B 3 Open jumper, low profile 3.5 mm
4 Close jumper, profile 5.0 mm

D

Plating
1 Gold flash
0 Gold 0.25 µm
4 Tin
7 Selective gold
6 Selective gold flash
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BOARD TO BOARD CONNECTION 
PITCH 2.54 mm

Note:

PLATING standard version
Gold 0.25 μm 
Gold Flash
Tin

PLATING upon request
Selective Gold Flash
Selective Gold

Packing standard version
Box
Tube

Packing upon request
T&R
T&R + Cap
Tube + Cap
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MALE HEADER STRAIGHT

Features Breakable header
Insulator profile 1.7 mm
Pin side dimension 0.63 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Cardboard boxes  

Product Code

A B C D

985 99xx 1xx 4x0

INTERKON         

B Standard connectors: view table

C Number of contacts from 01 to 40

D
Plating
0 Gold 0.20÷0.25 µm over 1÷2 µm Ni
1 Gold flash
4 Tin 3÷5 µm over 0.5÷1 µm Ni

xx A B C
11   9.2   4.3 3.2
13 10.2   5.3 3.2
15 11.2   6.3 3.2
17 12.4   7.5 3.2
19 13.8   8.9 3.2
21 14.5   9.6 3.2
22 15.1 10.2 3.2
24 16.0 11.2 3.2
28 17.7 12.5 3.2
31 19.5 14.6 3.2
33 22.0 17.1 3.2
35 23.3 18.5 3.2
37 25.8 20.9 3.2
39 28.3 23.4 3.2
42 30.8 25.9 3.2

MALE HEADER STRAIGHT

Features Breakable header
Insulator profile 2.54 mm
Pin side dimension 0.64 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 5000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

471 9760 1xx 4x0

INTERKON       

C Number of contacts from 02 to 40

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold
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MALE HEADER STRAIGHT

Features Breakable header
Insulator profile 2.6 mm
Pin side dimension 0.6 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C
Pc board Hole diameter Ø 1 mm

Packaging Recyclable cardboard boxes

Product Code

A B C D

471 xxxx 1xx 4x0

STRIP HEADERS       

B Version

C Number of contacts from 01 to 40

D

Plating
0 Gold
0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
Other platings on demand

Version A B C
0543   9.2 3.3 3.3
0298 10.2 4.5 3.1
0358 11.2 5.4 3.2
1955 11.2 5.8 2.8
1956 12.4 5.8    4
0334 12.4 6.8    3
2801 12.9 7.3    3
0369 13.8 7.7 3.5
2035 13.8 8.1 3.1
0302 14.5    7 4.9
2754 14.5 8.8 3.1
0395 15.1    8 4.5
2256 15.1 9.3 3.2
2581 16.3 10.9 2.8
0575 17.7   12 3.1
2673 19.5 13.7 3.2
0211 22 15.6 3.8
2643 22 16.5 2.9
2003 25.8 20.2    3
0307 30.8 22.4 5.8
2804 30.8 25.2    3 

MALE HEADER STRAIGHT

Features Breakable header
Insulator profile 2.6 mm
Pin side dimension 0.63 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Cardboard boxes  

Product Code

A B C D

971 99xx 1xx 4x0

INTERKON         

B Standard connectors: view table

C Number of contacts from 01 to 40

D
Plating
0 Gold 0.20÷0.25 µm over 1÷2 µm Ni
1 Gold flash
4 Tin 3÷5 µm over 0.5÷1 µm Ni

xx A B C
11   9.2 3.4 3.2
13 10.2 4.4 3.2
15 11.2 5.4 3.2
17 12.4 6.6 3.2
19 13.8 8.0 3.2
21 14.5 8.7 3.2
22 15.1 9.3 3.2
24 16.0 10.2 3.2
28 17.7 11.9 3.2
31 19.5 13.7 3.2
33 22.0 16.2 3.2
35 23.3 17.5 3.2
37 25.8 20.0 3.2
39 28.3 22.5 3.2
42 30.8 25.0 3.2
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MALE HEADER STRAIGHT

Features Breakable header
Insulator profile 3.3 mm
Pin side dimension 0.6 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C
Pc board Hole diameter Ø 1 mm

Packaging Recyclable cardboard boxes

Product Code

A B C D

398 xxxx 1xx 4x0

STRIP HEADERS       

B Version

C Number of contacts from 02 to 40

D

Plating
0 Gold
0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
Other platings on demand

Version A B C
0543   9.2 2.7 3.2
0358 11.2  4.4 3.5
0334 12.4  5.6 3.5
0302 14.5  7.7 3.5
0303 19.5  10.8 5.4
0305 25.8  19 3.5
0307 30.8  24 3.5
0298 10.2  3.4 3.5
0575 17.7 10.9 3.5
0304 23.3 14.6 5.4
0306 28.3 15.6 9.4

MALE HEADER STRAIGHT

Features Breakable header
Insulator profile 1.7 mm
Pin side dimension 0.6 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C
Pc board Hole diameter Ø 1 mm

Packaging Recyclable cardboard boxes

STRIP HEADERS         

Product Code

A B C D E

38x 0xxx 1 xx 4x0

A 5 Gold version
6 Tin version

B Version see table

D Number of contacts
per strip from 01 to 40

E

00/40
Plating
0 Gold 0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm 
Other platings on demand

Version A B C
0543 9.2 4.3 3.2
0298 10.2 5.4 3.1
0358 11.2 6.3 3.2
0334 12.4 7.5 3.2
0369 13.8 8.6 3.5
0395 15.1 8.9 4.5
0575 17.7 12.8 3.2
0211 22 16.5 3.8
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MALE HEADER STRAIGHT DOUBLE ROW

Features Breakable header 
Insulator profile 1.7 mm
Pin side dimension 0.63 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Cardboard boxes  

Product Code

A B C D

989 99xx 1xx 4x0

INTERKON         

B Standard connectors: view table

C Number of contacts from 02 to 80

D
0 Gold 0.20÷0.25 µm over 1÷2µm Ni
1 Gold flash
4 Tin 3÷5 µm over 0.5÷1 µm Ni

xx A B C
11   9.2   4.3 3.2
13 10.2   5.3 3.2
15 11.2   5.3 3.2
17 12.4   7.5 3.2
19 13.8   8.9 3.2
21 14.5   9.6 3.2
22 15.1 10.2 3.2
24 16.0 11.2 3.2
28 17.7 12.8 3.2
31 19.5 14.6 3.2
33 22.0 17.1 3.2
35 23.3 18.5 3.2
37 25.8 20.9 3.2
39 28.3 23.4 3.2
42 30.8 25.9 3.2

MALE HEADER STRAIGHT DOUBLE ROW

Features Breakable header
Insulator profile 2.54 mm
Pin side dimension 0.64 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000  MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

473 9750 1xx 4x0

INTERKON         

B

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold
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MALE HEADER STRAIGHT DOUBLE ROW

Features Breakable header
Insulator profile 2.6 mm
Pin side dimension 0.6 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C
Pc board Hole diameter Ø 1 mm

Packaging Recyclable cardboard boxes

Product Code

A B C D

473 xxxx 1xx 4x0

STRIP HEADERS       

B Version

C Number of contacts from 02 to 80

D
Plating
0 Gold 0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
Other platings on demand

Version A B C
0358 11.2   5.4 3.2
1955 11.2   5.8 2.8
0334 12.4   6.8    3
2801 12.9   7.3    3
0369 13.8   7.7 3.5
2035 13.8   7.7 3.5
2754 14.5   8.8 3.1
2256 15.1   9.3 3.2
2581 16.3 10.9 2.8
0575 17.7   12 3.1
1960 17.7   9.3 5.8
0211   22 15.6 3.8
2804 30.8 25.2    3
0395 15.1     8 4.5
0298 10.2   4.5 3.2
0543   9.2   3.3 3.3
0303 19.5   12 4.9
0307 30.8 22.4 5.8
0306 28.3 19.9 5.8
0305 25.8 17.4 5.8
0304 23.3 14.9 5.8
1844 16.3   7.9 5.8
1958 14.5   6.1 5.8
1956 12.4 4 5.8

MALE HEADER, STRAIGHT, DOUBLE ROW

Features Breakable header
Insulator profile 2.6 mm
Pin side dimension 0.63 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Cardboard boxes

Product Code

A B C D

973 99xx 1xx 4x0

INTERKON       

B Standard connectors: view table

C Number of contacts from 02 to 80

D
Plating
0 Gold 0.20÷0.25 µm over 1÷2 µm Ni
1 Gold flash
4 Tin 3÷5 µm over 0.5÷1 µm Ni

xx A B C
11   9.2   3.4 3.2
13 10.2   4.4 3.2
15 11.2   5.4 3.2
17 12.4   6.6 3.2
19 13.8   8.0 3.2
21 14.5   8.7 3.2
22 14.5   8.7 3.2
24 16.0 10.2 3.2
28 17.7 11.9 3.2
31 19.5 13.7 3.2
33 22.0 16.2 3.2
35 23.3 17.5 3.2
37 25.8 20.0 3.2
39 28.3 22.5 3.2
42 30.8 25.0 3.2
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MALE HEADER RIGHT ANGLE

Features Breakable header 
Insulator profile 1.7 mm
Pin side dimension 0.63 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Cardboard boxes

Product Code

A B C D

903 99xx 1xx 4x0

INTERKON       

B Standard connectors: view table

C Number of contacts from 01 to 40

D
Plating
0 Gold 0.20÷0.25 µm over 1÷2 µm Ni
1 Gold flash
4 Tin 3÷5 µm over 0.5÷1 µm Ni

Version A B C
11   2.3 3.2 1.38
13   3.3 3.2 1.38
15   4.3 3.2 1.38
17   5.5 3.2 1.38
19   6.9 3.2 1.38
21   7.6 3.2 1.38
22   8.2 3.2 1.38
24   9.1 3.2 1.38
28 10.8 3.2 1.38
31 12.6 3.2 1.38
32 13.4 3.2 1.38
33 15.1 3.2 1.38

MALE HEADER RIGHT ANGLE

Features Breakable header
Insulator profile 31.7 mm
Pin side dimension 0.63 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Cardboard boxes

Product Code

A B C D E

987 99xx 1 xx 4x0

INTERKON       

B Standard connectors: view table

D Number of contacts from 01 to 40

E
Plating
0 Gold 0.20÷0.25 µm over 1÷2 µm Ni
1 Gold flash
4 Tin 3÷5 µm over 0.5÷1 µm Ni

xx B C D
11 3.2   2.2 1.38
13 3.2   3.2 1.38
15 3.2   4.2 1.38
17 3.2   5.4 1.38
19 3.2   6.8 1.38
22 3.2   8.1 1.38
24 3.2   9.0 1.38
28 3.2 10.7 1.38
31 3.2 12.5 1.38
33 3.2 15.0 1.38
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MALE HEADER RIGHT ANGLE

Features Breakable header
Insulator profile 2.54 mm
Pin side dimension 0.64 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

472 9716 1xx 4x0

INTERKON       

C Number of contacts from 02 to 40

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold

MALE HEADER RIGHT ANGLE

Features Breakable header
Insulator profile 2.6 mm
Pin side dimension 0.63 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Cardboard boxes

Product Code

A B C D

972 99xx 1xx 4x0

INTERKON       

B Standard connectors: view table

D Number of contacts from 01 to 40

E
Plating
0 Gold 0.20÷0.25 µm over 1÷2 µm Ni
1 Gold flash
4 Tin 3÷5 µm over 0.5÷1 µm Ni

xx B C D
15   3.4 3.2 1.4
17   4.6 3.2 1.4
19   6.0 3.2 1.4
21   6.7 3.2 1.4
22   7.3 3.2 1.4
24   8.2 3.2 1.4
28   9.9 3.2 1.4
31 11.7 3.2 1.4
33 14.2 3.2 1.4
35 15.5 3.2 1.4
37 18.0 3.2 1.4
39 20.5 3.2 1.4
42 23.0 3.2 1.4
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MALE HEADER RIGHT ANGLE

Features Breakable header
Insulator profile 3.3 mm
Pin side dimension 0.6 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C
Pc board Hole diameter Ø 1 mm

Packaging Recyclable cardboard boxes

Product Code

A B C D

399 xxxx 1xx 4x0

STRIP HEADERS      

B Version

C Number of contacts from 02 to 40

D

Plating
0 Gold
0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
Other platings on demand

Version D B C
0395 3.9   3.5   3.5
0303 3.9   3.5   7.9
0304 3.9   3.5 11.7
0358 1.3   2.9   2.7
0334 1.3   3.3   3.5
0302 1.3   5.4   3.5
0211 1.3   11   5.4
0305 1.3 14.8   5.4

MALE HEADER RIGHT ANGLE DOUBLE ROW

Features Breakable header
Insulator profile 1.7 mm
Pin side dimension 0.6 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C
Pc board Hole diameter Ø 1 mm

Packaging Recyclable cardboard boxes

Product Code

A B C D

39x 0xxx 1xx 4xx

STRIP HEADERS       

A 1 Gold version
2 Tin version

B Version

C Number of contacts per strip from 
04 to 80

D

Plating
0 Gold
0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
Other platings on demand

Version B C
0419 5.8    3
0401    6 4.3
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MALE HEADER RIGHT ANGLE DOUBLE ROW

Features Breakable header
Insulator profile 1.7 mm
Pin side dimension 0.63 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Cardboard boxes

Product Code

A B C D

991 99xx 1xx 4x0

INTERKON      

B Standard connectors: view table

C Number of contacts from 02 to 80

D
0 Gold 00.25 µm 
1 Gold flash
4 Tin

xx B C
51   3.2 3.2
52   7.5 3.2
53   5.4 3.2
54   8.1 3.2
79 18.8 3.2

MALE HEADER RIGHT ANGLE DOUBLE ROW

Features Breakable header
Insulator profile 2.54 mm
Pin side dimension 0.64 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

474 9751 1xx 4x0

INTERKON      

C Number of contacts from 04 to 80

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold
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MALE HEADER RIGHT ANGLE DOUBLE ROW

Features Breakable header
Insulator profile 2.6 mm
Pin side dimension 0.6 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40° C to 125 °C
Pc board Hole diameter Ø 1 mm

Packaging Recyclable cardboard boxes

Product Code

A B C D

474 xxxx 1xx 4x0

STRIP HEADERS      

B Version

C Number of contacts from 02 to 80

D

Plating
0 Gold
0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
Other platings on demand

Version B C
2160 3.3 3.4
2280 5.8 3.3
1965 6.0 3.8
1845 7.0 3.0
1984 8.1 3.5
1983 5.8 5.8

MALE HEADER RIGHT ANGLE DOUBLE ROW

Features Breakable header
Insulator profile 2.6 mm
Pin side dimension 0.63 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Cardboard boxes

Product Code

A B C D

974 99xx 1xx 4x0

INTERKON      

B Standard connectors: view table

C Number of contacts from 02 to 80

D
Plating
0 Gold 0.20÷0.25 µm over 1÷2 µm Ni
1 Gold flash
4 Tin 3÷5 µm over 0.5÷1 µm Ni

Version B C
51     2.3 3.2
52     6.6 3.2
53     4.5 3.2
54     7.2 3.2
67 11.5 3.2
74 15.4 3.2
79 17.9 3.2
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MALE HEADER DUAL INSULATED STRIP HEADERS

Features Dual insulated headers
Breakable pitch 2.54 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 10000 MΩ 
mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Recyclable card board boxes

INTERCOM      

0 Gold plating 0.2 μm over Ni 1.27 μm

1 Gold plating flash

4 Tin plating 4 μm over Ni 1.27 μm

7 Selective gold plating 0.2 μm over Ni

8 Selective gold plating 0.4 μm over Ni

9 Selective gold plating 0.8 μm over Ni

N = Total number
of contacts (02÷40)

A 
± 0,2

B
± 0,2

C
± 0,2

D
± 0,2 Plating

BUILD YOUR OWN HEADER:

choose the A lenght of the standard 
pin shown in the table below and 
settle the B, C and D dimensions 
according to your needs.
Then, inform K-C about these main 
features you require and you will 
get the complete P/N of the product 
you need. In order to inform K-C, 
you can send a copy of this page by 
fax (+39 0341 265400) completely 
filling in the hereunder form.

BUILD YOUR OWN HEADER:

choose the A lenght of the standard 
pin shown in the table below and 
settle the B, C and D dimensions 
according to your needs.
Then, inform K-C about these main 
features you require and you will 
get the complete P/N of the product 
you need. In order to inform K-C, 
you can send a copy of this page by 
fax (+39 0341 265400) completely 
filling in the hereunder form.

MALE HEADER DUAL INSULATED, DUAL ROW, STRIP HEADERS

Features Dual insulated headers
Breakable pitch 2.54 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4A maxi
Dielectric withstanding:   500 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Recyclable card board boxes

INTERCOM      

0 Gold plating 0.2 μm over Ni 1.27 μm

1 Gold plating flash

4 Tin plating 4  μm over Ni 1.27 μm

7 Selective gold plating 0.2 μm over Ni

N = Total number
of contacts (02÷40)

A 
± 0,2

B
± 0,2

C
± 0,2

D
± 0,2 Plating
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MALE HEADER STRAIGHT SMT

Features Breakable header
Pin side dimension 0.64 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy 

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube, box or T&R

Product Code

A B C D E F

671 9xxx 1xx 4x x -x

INTERKON SMT      

B See table

C Number of contacts from 02 to 40

D

Plating
4 *Tin 4 µm over Ni 1.27 µm
7 *Selective Gold
0 Gold 0.25 um
1 Gold flash

E Position of the first pin 
(see below 1 or 2)

F
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap

Cod B
9807 3.3
9808 5.8
9798 6.0

MALE HEADER DOUBLE ROW SMT

Features Breakable header
Pin side dimension 0.64 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi.
Dielectric withstanding: 1000 V AC
Insulation resistance: 1 000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube, box or T&R

Product Code

A B C D E F

673 98xx 1xx 4x x -x

INTERKON SMT      

B See table

C Number of contacts from 04 to 80

D

Plating
4 *Tin 4 µm over Ni 1.27 µm
7 *Selective Gold
0.2 µm over Ni 1.27 µm
0 Gold 0.25 um
1 Gold flash
9 Gold 0.75 um

E
Locating peg
0 without
1 with

F
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap

Cod B
9809 3.3
9810 5.8
9811 6.0
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MALE HEADER RIGHT ANGLE SMT

Features Breakable header
Insulator profile 32.5 mm
Postioning peg

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Brass

Electrical Current rating: 3A maxi.
Dielectric withstanding: 1000 V AC
Insulation resistance: 5000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube or T&R 

Product Code

A B C D E F G

671 9749 1 xx 4x 1 -x

INTERKON SMT      

D Number of contacts from 03 to 25

E

Plating
4 *Tin
7 *Selective Gold flash
0 Gold 0.25um
1 Gold flash
6 Selective gold flash
tyht

G
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

MALE HEADER RIGHT ANGLE SMT

Features Breakable header
Insulator profile 2.5 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC 
Insulation resistance: 5000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube, box or T&R

Product Code

A B C D E F G

673 9812 1 xx 4x x -x

INTERKON SMT      

D Number of contacts from 06 to 60

E

Plating
4 Tin
1 Gold flash
0 Gold
7 Selective Gold

F
Locating peg
0 without
1 with

G

Packging
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap
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MALE HEADER DOUBLE BASE SMT

Features Dual insulated headers
Breakable pitch 2.54 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Voltage: 500 V
Insulation resistance: 5000 MΩ mini

Mechanical Temperature rating:
-55 °C to 105 °C

Packaging Tube, box or T&R

INTERKON SMT      

0 Gold plating 0.2μm over Ni 1.27μm

1 Gold plating flash

4 Tin plating 4μm over Ni 1.27μm

7 Selective gold plating 0.2μm over Ni

8 Selective gold plating 0.4μm over Ni

9 Selective gold plating 0.8μm over Ni

N = Total number
of contacts (02÷40)

A 
± 0,2

B
± 0,2

C
± 0,2

D
± 0,2 Plating

BUILD YOUR OWN HEADER:

Choose the A lenght of the standard 
pin shown in the table below and 
settle the B,C and D dimensions 
according to your needs.
Then, inform K-C about these main 
features you require and you will 
get the complete P/N of the product 
you need. In order to inform K-C, 
you can send a copy of this page by 
fax (+39 0341 265400) completely 
filling in the hereunder form.

MALE HEADER DOUBLE BASE SMT 2.54 mm

Features Dual insulated headers
Breakable pitch 2.54 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube, box or T&R

INTERKON SMT      

0 Gold plating 0.2 μm over Ni 1.27 μm

1 Gold plating flash

4 Tin plating 4  μm over Ni 1.27 μm

7 Selective gold plating 0.2 μm over Ni

N = Total number
of contacts (02÷40)

A 
± 0,2

B
± 0,2

C
± 0,2

D
± 0,2 Plating
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SOCKET CONNECTOR, STRAIGHT

Features Top entry breakable socket
Body height 4.6 mm

Material Housing:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V 
Insulation resistance: 1000 MΩ mini
Contact resistence: 20 mΩ 

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Plastic tubes (220 contacts per stick) 

Product Code

A B C D E

477 xxxx 1 xx 4x0

MINICOM      

B
Number of row
2845 Single row
3001 Double row

D
Number of contacts 
from 02 to 25 single row
from 04 to 50 double row

E

Plating
0 Selective Gold plating 0.2 µm 
over Ni
4 Tin 4 µm
9 Selective Gold plating 0.8 µm 
over Ni

SOCKET CONNECTOR, STRAIGHT

Features Body height 5.0 mm

Material Insulator: PA UL 94V0
Contact: Phosphor bronze

Electrical Current rating 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

477 972x 1xx 4x0

MODUKON     

B
Number of row
0 Single row
4 Double row

C
Number of contacts 
from 03 to 40 single row
from 04 to 80

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold
6 Selective gold flash
6 Gold 0.75 um
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SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Dual entry body height 5.0 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ 

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E

477 9721 1xx 4x x

MODUKON      

C Number of contacts from 03 to 30

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold

E
Position of the first pin
(see below 1 or 2)
0 all pin on same side

SOCKET CONNECTOR, STRAIGHT, DOUBLE

Features Dual entry socket
Body height 5.0 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphore bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E F

477 9725 1 xx 4x x

MODUKON      

D Number of contacts from 04 to 80

E

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold plating

F

Pitch between rows (type)
1 3.81 mm
2 5.08 mm
3 7.62 mm
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SOCKET CONNECTOR, STRAIGHT

Features Body height 7.1 mm 

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E

477 97xx 1 xx 4x0

MODUKON     

B
Number of row
67 single row
70 double row

C
Number of contacts 
from 02 to 40 single row
from 06 to 80 double row

E

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold
9 Gold 0.75 µm

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

477 823x 1xx 4x0

MODUKON     

B
Layout 
1: 2.54 mm
2: 5.08 mm
3: 7.62 mm

C Number of contacts from 04 to 80

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash
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SOCKET CONNECTOR, STRAIGHT

Features Top entry modular connector
Pitch 2.54 mm 

Material Insulator: LCP UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

477 820x 1xx 4x0

MODUKON      

B
Number of row
5 Single row
1 Double row

C
Number of contacts 
from 02 to 45 single row
from 04 to 90 double row

D
Plating
4 Tin 
7 Selective Gold over Ni

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Body height 8.5 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

477 97xx 1xx 4x0

MODUKON   

B
Number of row
26 Single row
68 Double row

C
Number of contacts 
from 03 to 40 single row
from 06 to 80 double row

D

Plating
0 Gold 0.25 um
1 Gold flash
4 Tin
7 Selective gold
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SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Elevated socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E

401 9718 1xx 4x x

MODUKON   

C Number of contacts from 03 to 30

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold

E Options for foot lenght and plastic
height: see table.

x A B
1 11.05   3.0
2 11.05   8.1
3 13.59   5.6
4 16.13   3.0
5 11.05 13.0
6 13.59 10.6
7 16.13   8.0
8 18.67 5.5

SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW

Features Elevated socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V 
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D E F

477 9723 1 xx 4x x

MODUKON     

D Number of contacts from 04 to 80

E

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold

F Options for foot lenght and plastic 
height: see table

x A B
1 11.05     3
2 11.05   8.1
3 13.59   5.6
4 16.13     3
5 11.05    13
6 13.59 10.6
7 16.13     8
8 18.67   5.5
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SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Body height 2.6 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating 3A maxi
Dielectric withstanding: 1000 V 
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

477 9719 1xx 4x0

MODUKON   

C Number of contacts from 03 to 40

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold
6 Selective gold flash
6 Gold 0.75 um

SOCKET CONNECTOR, RIGHT ANGLE

Features Body height 3.4 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ 

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

477 97xx 1xx 4x0

MODUKON     

B
Number of row
17 Single row
22 Double row

C
Number of contacts 
from 02 to 40 single row
from 04 to 80 double row

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold
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SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Features Dual entry socket
Body height 3.7 mm

Material Insulator Material:
High temperature thermoplastic
UL 94V0 
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini

Packaging Tube, box or T&R

Product Code

A B C D E F

677 9797 1xx 4x x -x

MODUKON SMT     

C Number of contacts from 04 to 80

D

Plating
0 Gold 0.25 µm
1 Gold flash
4 Tin
7 Selective gold

E
Locating peg
0 without
1 with
Only selective gold plating available

F
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW SMT

Features Body height 7.1 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube, box or T&R

Product Code

A B C D E F

677 9753 1xx 4x x -x

MODUKON SMT   

C Number of contacts from 03 to 40

D
Plating
1 Gold flash
4 Tin
7 Selective gold

E Position of the first pin see below 
1 or 2

F
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Features Dual entry socket 
Body height 7.1 mm

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 3A maxi
Dielectric withstanding: 1000 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube, box or T&R

Product Code

A B C D E F

677 9754 1xx 4x x -x

MODUKON SMT     

C Number of contacts from 03 to 40

D
Plating
1 Gold flash
4 Tin
7 Selective gold

E
Alignment pin
0 without
1 with

F
T: tube
TC: Tube + Cap
R: Tape & Reel
RC: Tape & Reel + Cap

SOCKET CONNECTOR, RIGHT ANGLE, SINGLE ROW SMT

Features Body height 3.2 mm

Material Housing:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube, box or T&R

Product Code

A B C D E

677 8334 1xx 4x0 -x

MODUKON SMT   

C Number of contacts from 02 to 40

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Material Housing:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube and T&R

Product Code

A B C D E

677 8309 1xx 4x0 -x

MODUKON SMT     

C Number of contacts from 06 to 80

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

SOCKET JUMPERS

Features Colour Coded

Material Housing: Polyester GF UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Recyclable cardboard boxes

Product Code

A B C D E

313 xxxx 000 4x x

INSULATED JUMPERS     

B
1730 Closed jumper
1731 Open jumper
2274 Tabs jumper

D

Plating
0 Selective Gold plating
0.2 µm over Ni 1.27 µm
4 Tin plating 4 µm over Ni 1.27 µm
Other plating upon request.

E
Colour
0 Black
2 Red
6 Blue
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SOCKET JUMPERS

Features Colour Coded

Material Housing: Polyester GF UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Recyclable cardboard boxes

Product Code

A B C D E

313 0946 000 4 0 x

INSULATED JUMPERS    

B 0946 Closed jumper

D
Plating
0 Selective Gold plating
0.8 µm over Ni 1.27 µm

E
Colour
0 Black
2 Red
6 Blue

SOCKET JUMPERS

Material Insulator:
Black polyester PBT
UL 94V0
Contact: Copper alloy
Plating: Gold flash

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

313 976x 000 41x

INSULATED JUMPERS     

B

Type
1 Height 4.5 mm open type
2 Height 6.0 mm open type
3 Height 6.5 mm close type
4 Height 8.0 mm open type 
5 Height 8.5 mm close type
6 Height 13.5 mm open type

D

Color
0 Black (all types)
2 Red (types 1,2,3 and 6)
4 Yellow (types 1,2,3 and 6)
5 Green (types 2 and 3)
6 Blue (types 1,2,3 and 6)
9 White (all types)

DRAWING AVAILABLE UPON REQUEST
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SOCKET JUMPERS

Features Quick and easy handling in strips
Highly reliable twin leaf contact
Easy insertion: tapered entry

Material Housing:
Black Glass filled polyester UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC 
Contact resistance: 20 mΩ max
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Plastic tubes or cardboard boxes

INSULATED JUMPERS    

Product Code

A B C D E F

313 2512 0xx 4 x x

C
Packaging
01 by Units in box
20 In strips of 20 shunts

E

Plating
4 *Tin plating 4 µm over Ni 1.27 µm
7 Selective Gold plating 0.2 µm 
over Ni
8 Selective Gold plating 0.4 µm 
over Ni
9 Selective Gold plating 0.8 µm 
over Ni

F
Colour
0 Black
2 Red
6 Blue

SOCKET JUMPERS

Features Quick and easy handling in strips
Highly reliable twin leaf contact
Easy insertion: tapered entry

Material Housing:
Black Glass filled polyester UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Contact resistance: 20 mΩ max
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Plastic tubes or cardboard boxes

Product Code

A B C D E

313 2769 0xx 4x x

INSULATED JUMPERS     

C Number of positions from 02 to 10

D

Plating
4 *Tin plating 4 µm over Ni 1.27 µm
7 Selective Gold plating 0.2 µm over 
Ni 1.27 µm
9 0.8 µm over Ni 1.27 µm

E
Colour
0 Black
2 Red
6 Blue
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SOCKET JUMPERS

Material Insulator:
Black polyester PBT UL 94V0
Contact: Copper alloy
Plating: Gold flash

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 105 °C

Product Code

A B C D

313 9715 0xx 410

INSULATED JUMPERS    

C Number of contacts from 04 to 20
2 to 10 positions
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BOARD TO BOARD CONNECTION 
PITCH 3.96 mm

Note:

PLATING standard version
Gold 0.25 μm 
Gold Flash
Tin

PLATING upon request
Selective Gold Flash
Selective Gold

Packing standard version
Box
Tube

Packing upon request
T&R
T&R + Cap
Tube + Cap
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MALE HEADER STRAIGHT

Features Pitch 3.96 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating:
8.2 A maxi 30° C temperature rise
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Product Code

A B C D

471 822x 8xx 4x0

INTERCOM    

B 1: B=11.43 mm C=4.44 mm
2: B=12.70 mm C=4.44 mm

C Number of contacts from 02 to 24

D 1 Gold flash
4 Tin

MALE HEADER RIGHT ANGLE

Features Pitch 3.96 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 8.2 A maxi 30 °C 
temperature rise
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Product Code

A B C D

472 820x 8xx 4x0

INTERCOM     

B 5: B=11.43 mm C=3.81 mm D=6.29 mm
6: B=12.70 mm C=3.81 mm D=7.56 mm

C Number of contacts from 02 to 24

D 1 Gold flash
4 Tin
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MALE HEADER DOUBLE BASE

Features Pitch 3.96 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating:
8.2 A maxi 30 °C temperature rise
Dielectric withstanding: 500V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Product Code

A B C D

468 821x 8xx 4x0

INTERCOM    

B 7: B=11.43 mm C=4.44 mm D=8.35 mm
8: B=12.70 mm C=4.44 mm D=8.35 mm

C Number of contacts from 02 to 24.

D 1 Gold flash
4 Tin

MALE HEADER STRAIGHT SMT

Features Pitch 3.96 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating:
8.2 A maxi 30 °C temperature rise
Dielectric withstanding: 500V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube or Tape and Reel

Product Code

A B C D E F

671 821x 8xx 4x x -x

INTERCOM SMT    

B 3: B=3.81 mm C=8.39 mm 
4: B=12.7 mm C=8.39 mm 

C Number of contacts from 01 to 24

D 1 Gold flash
4 Tin

E 
Position of the first pin
1: Type 1
2: Type 2

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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MALE HEADER DOUBLE BASE

Features Pitch 3.96 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating:
8.2 A maxi 30 °C temperature rise
Dielectric withstanding: 500V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube or Tape and Reel

Product Code

A B C D E F

668 821x 8xx 4x x -x

INTERCOM SMT    

B
1: B=3.81 mm C=8.39 mm
D=9.5 mm
2: B=12.7 mm C=8.39 mm
D=9.5 mm

C Number of contacts from 01 to 24

D 1 Gold flash
4 Tin

E
Position of the first pin
1: Type 1
2: Type 2

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Pitch 3.96 mm Socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper Alloy

Electrical Current rating: 8.2 A 
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube

Product Code

A B C D

477 8219 8xx 4x0

INTERCOM     

B Number of contacts from 02 to 24

C 1 Gold flash
4 Tin
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MALE HEADER SOCKET CONNECTOR, STRAIGHT, SINGLE ROW SMT

Features Pitch 3.96 mm Socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper Alloy

Electrical Current rating: 8.2 A 
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube or Tape and Reel 

Product Code

A B C D E F

677 8222 8xx 4x x -x

INTERCOM SMT    

C Number of contacts from 02 to 24

D 1 Gold flash
4 Tin

E 0: Without locking peg
1: With locking peg

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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BOARD TO BOARD CONNECTION 
PITCH 5.08 mm

Note:

PLATING standard version
Gold 0.25 μm 
Gold Flash
Tin

PLATING upon request
Selective Gold Flash
Selective Gold

Packing standard version
Box
Tube

Packing upon request
T&R
T&R + Cap
Tube + Cap
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MALE HEADER STRAIGHT

Features Pitch 5.08 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating:
7.9 A maxi 30 °C temperature rise
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube 

Product Code

A B C D

471 824x 2xx 4x0

INTERCOM    

B 1: B=11.94 mm C=4.57
2: B=13.21 mm C=4.57

C Number of contacts from 01 to 20

D 1 Gold flash
4 Tin

MALE HEADER STRAIGHT

Features Pitch 5.08 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating: 6 A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Box 

Product Code

A B C D

471 0xxx 2xx 4x0

INTERCOM    

B Version (see table)

C

Plating
0 Gold
0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
Other platings on demand

L pin B Connector 
code

16.5  10 2420
17.2  10.7 0002
19.5 12.55 0003
23  16.5 0004

28.5  22 0005
30.4  23.9 2421
40  33.5 0007
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MALE HEADER RIGHT ANGLE

Features Breakable header

Material Insulator:
Black glass filled polyester UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 6 A maxi
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Box 

Product Code

A B C D E

472 xxxx 2 xx 4x0

INTERCOM    

B Version (see table)

C Number of contacts per strip from 02 to 14

D

Plating
0 Gold
0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
Other platings on demand

L pin B Connector 
code

16.5  3.8 0001
17.2  4.5 0002
19.5  6.35 0003
23 10.3 0004
28.5 15.8 0005
30.4 17.7 0006
40 27.3 0007

MALE HEADER RIGHT ANGLE

Features Pitch 5.08 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating:
7.9 A maxi 30 °C temperature rise
Dielectric withstanding: 500 V AC  
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Product Code

A B C D

472 82xx 2xx 4x0

INTERCOM    

B 32: B=8.08 mm C=4.57 mm D=7.62 mm
33: B=13.82 mm C=3.96 mm D=7.62 mm

C Number of contacts from 01 to 20

D 1 Gold flash
4 Tin
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MALE HEADER DOUBLE BASE

Features Pitch 5.08 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating:
7.9 A maxi 30 °C temperature rise
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube 

Product Code

A B C D

468 8231 2xx 4x0

INTERCOM    

B B= 6.86 mm C=2.29 mm D=7.62 mm

C Number of contacts from 01 to 20

D 1 Gold flash
4 Tin

MALE HEADER STRAIGHT SMT

Features Pitch 5.08 mm pin 1.14 mm
Breakable header

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating:
7.9 A maxi 30 °C temperature rise
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube or Tape and Reel

Product Code

A B C D E F

671 82xx 2xx 4x x -x

INTERCOM SMT    

B 34: B=10.72 mm C=8.68 mm 
35: B=12.24 mm C=8.38 mm

C Number of contacts from 01 to 20

D 1 Gold flash
4 Tin

E
Position of the first pin
1: Type 1
2: Type 2

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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MALE HEADER DOUBLE BASE SMT

Features Pitch 5.08 mm pin 1.14 mm
Breakable heade

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Copper alloy

Electrical Current rating:
7.9 A maxi 30 °C temperature rise
Dielectric withstanding: 500 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube or Tape and Reel  

Product Code

A B C D E F

668 8236 2xx 4x x -x

INTERCOM SMT    

B B=5.64 mm C=8.64 mm 
D=10.16 mm

C Number of contacts from 01 to 20

D 1 Gold flash
4 Tin

E
Position of the first pin
1: Type 1
2: Type 2

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Pitch 5.08 mm Socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor Bronze

Electrical Current rating:
6.8 A maxi 30 °C temperature rise
Contact Resistance: 10 mΩ max
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube

Product Code

A B C D

477 8206 2xx 4x0

INTERCOM    

C Number of contacts from 02 to 20

D 1 Gold flash
4 Tin
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SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Pitch 5.08 mm Socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor Bronze

Electrical Current rating:
7.9 A maxi 30 °C temperature rise
Contact Resistance: 10 mΩ max
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube 

Product Code

A B C D

477 8237 2xx 4x0

INTERCOM    

C Number of contacts from 02 to 20

D 1 Gold flash
4 Tin

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Pitch 5.08 for pin 1.14 mm
Socket breakable, pitch 5.08 mm
Double wipe contact

Material Insulator:
Black glass filled polyester UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 6 A maxi
Dielectric withstanding: 1000 V AC 
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 125 °C
Pc board hole diameter Ø 1.7 mm

Packaging Recyclable card board boxes

Product Code

A B C D E

477 2023 2 xx 4x0

INTERCOM    

D Number of pins from 02 to 12

E

Plating
0 Selective Gold
0.2 µm over Ni
4 Tin 4 µm
Other platings on demand.
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SOCKET CONNECTOR, STRAIGHT, SINGLE ROW SMT

Features Pitch 5.08 mm Socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor Bronze

Electrical Current rating:
7.9 A maxi 30 °C temperature rise
Contact Resistance: 10 mΩ max
Dielectric withstanding: 500 V AC
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube 

Product Code

A B C D E F

677 8238 2xx 4x x -x

INTERCOM SMT   

C Number of contacts from 02 to 20

D 1 Gold flash
4 Tin

E
Position of the first pin:
1: Type 1
2: Type 2

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

SOCKET CONNECTOR, STRAIGHT, SINGLE ROW

Features Pitch 5.08 mm Socket

Material Insulator:
High temperature thermoplastic
UL 94V0
Contact: Phosphor Bronze

Electrical Current rating:
7.9 A maxi 30 °C temperature rise
Contact Resistance: 10 mΩ max
Dielectric withstanding: 500 V AC 
Insulation resistance: 500 MΩ mini

Mechanical Temperature rating:
from -40 °C to 105 °C

Packaging Tube or Tape and Reel 

Product Code

A B C D E F

677 8239 2xx 4x x -x

INTERCOM SMT    

C Number of contacts from 02 to 20

D 1 Gold flash
4 Tin

E 0: Without locking peg
1: With locking peg

F
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap
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SOCKET JUMPERS

Features Pitch 5.08 mm
Colour Coded

Material Insulator:
Polyester GF UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC 
Contact resistance: 20 mΩ maxi
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
from -40 °C to 125 °C

Packaging Recyclable cardboard boxes

Product Code

A B C D E F

313 1493 000 4 x 8

INSULATED JUMPERS    

E
Plating
0 Selective 0.35 µm over Nickel 1.27 µm
3 Tin 5 µm over Ni 1.27 µm
Glass filled Polyester UL 94 V1 grey
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WIRE TO BOARD CONNECTION 

Note:

PLATING standard version
Gold 0.25 μm 
Gold Flash
Tin

PLATING upon request
Selective Gold Flash
Selective Gold

Packing standard version
Box
Tube

Packing upon request
T&R
T&R + Cap
Tube + Cap
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CRIMP CONTACT

Features Double wipe contact use with 
BS442 Housing

Material Copper alloy
Tin plated

Electrical Current rating: 
CT 317 6A
CT 310 7.5A

Mechanical Temperature rating:
from -30 °C to 110 °C

Packaging Reel 10.000 pcs

Product Code

A B C

CT 31x SN

CT31x - 2.5 mm PITCH    

B
awg
7  22-24
0  20-24

CT310 CT317

HOUSING

Features Friction lock single row housing, use 
with CT31x contact mates with CFM 
2.5 header

Material PA UL94V0
Electrical Voltage 125 V

Mechanical Temperature rating:
from -30 °C to 110 °C

Product Code

A B C

BS442 /xx GR

BS442 - 2.5 mm PITCH   

B Number of contacts from 2 to 20
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SHROUDED HEADER

Features Friction lock single row header, 
mates with BS442

Material PA UL94V0

Electrical Voltage 125V
Current rating 6A

Mechanical Temperature rating:
from -30 °C to 125 °C

Product Code

A B C D

CFM2.5 /xx xx GR

CFM 2.5 mm PITCH  

B Number of contacts from 2 to 20

C
Foot print:
Blank: single row
VO1: double row

Version V01

WIRE TO BOARD IDT CONNECTOR

Features Single row right angle
insulation displacement
connector
Pitch 2.54 mm
Fast & easy wiring of flat
cable or discrete wire
Double wipe contact

Material Insulator:
Black glass filled polyester
UL 94VO
Contact: Phosphor bronze

Electrical Current rating: 3 A maxi
Dielectric withstanding: 500 V AC
Insulation resistance:
1000 MΩ mini
Contact resistance: 20 mΩ maxi

AUTOCOM    

B

AWG and polarization
26/28 AWG
2836
2709
22/24 AWG
2837
2710

C Number of contacts from 02 to 15

D
Plating
4 *Tin 4 µm
7 Selective Gold 0.2 µm over Ni 1.27 µm

Mechanical Temperature rating:
-40 °C to 125 °C
Maximum Insulation:
Diameter: Ø 1.45 mm
Insertion force:
Tin version: 3 N maxi per contact
Gold version:
1.5 N maxi per contact
Withdrawal force:
Tin version:
0.2 N mini per contact
Gold version:
0.15 N mini per contact

Packaging Plastic tubes
(220 contacts per row)
Tooling:
Autocom wiring machine,
Crimping tool for idc, Crimping 
head

Product Code

A B C D

478 28xx 1xx 4x0
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WIRE TO BOARD CRIMP CONTACT CONNECTOR

Features Crimp contact for single and double 
row housing
Double Wipe Removable contact
AWG 22 - 24 - 26 - 28

Material Material: Phosphor bronze

Electrical Current rating: 3 A maxi
Contact resistance: 20 mΩ maxi

Mechanical Temperature rating:
-55 °C to 125 °C
Maximum Insulation
Diameter: Ø 1.45 mm

Packaging Recyclable cardboard reels
Tooling P/n: Crimping

INTERCOM    

Product Code

A B C D E

485 3250 000 4x x

D
Plating
2 Tin 4 µm
7 Selective gold
0.2 µm over 1.27 µm NI

E
Packaging
1 reel (8000 contacts each)
2 reel (1000 contacts each)

WIRE TO BOARD HOUSING

Features Double row housing
for crimping contact
Double Wipe Removable
contact AWG 22 - 24 - 26 - 28

Material Insulator:
Black glass filled polyester UL 94V0

Electrical Current rating: 3 A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ maxi

Mechanical Temperature rating:
-40 °C to 125 °C
Maximum Insulation
Diameter: Ø 1.45 mm

Packaging Recyclable cardboard boxes

INTERCOM    

Product Code

A B C D

485 3401 0xx 740

C Number of contacts 08 or 10
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WIRE TO BOARD SHROUDED HEADER

Features Polarized header with friction lock
Pitch 2.54 mm 

Material Insulator:
Black thermoplastic GF UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4 A maxi
Dielectric withstanding: 500 V AC
Insulation resistance:
10000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Recyclable cardboard boxes

Product Code

A B C D

475 0334 1xx 4x0

INTERCOM    

C Number of contacts 02, 03, 04, 05, 08, 10

D

Plating
0 Gold 0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
7 Selective Gold 0.2 µm over Ni 1.27 µm
Other platings on demand

WIRE TO BOARD SHROUDED HEADER

Features Polarized header with friction lock
Pitch 2.54 mm

Material Insulator:
Black thermoplastic GF UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4 A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Recyclable cardboard boxes

Product Code

A B C D E F

475 1848 1 xx 4x0 -1

INTERCOM    

D Number of contacts from 04 to 40

E

Plating
0 Gold plating 0.2 µm over Ni 1.27 µm
4 Tin plated 4 µm over Ni 1.27 µm
7 Selective Gold plating 0.2 µm over 
Ni 1.27 µm
Other plating upon request
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WIRE TO BOARD SHROUDED HEADER

Features Polarized header with friction lock
Pitch 2.54 mm

Material Insulator:
Black thermoplastic GF UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4 A maxi
Dielectric withstanding
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Recyclable cardboard boxes

Product Code

A B C D E F

476 0395 1 xx 4x0 -1

INTERCOM    

D Number of contacts from 02 to 20

E

Plating
0 Gold 0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
7 Selective Gold 0.2 µm over
Ni 1.27 µm
Other platings on demand

WIRE TO BOARD SHROUDED HEADER

Features Polarized header with friction lock
Pitch 2.54 mm

Material Insulator:
Black thermoplastic GF UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 4 A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Recyclable cardboard boxes

INTERKON   

Product Code

A B C D E F

476 2075 1 xx 4x0 -1

D Number of contacts from 04 to 26

E

Plating
0 Gold
0.2 µm over Ni 1.27 µm
4 Tin 4 µm over Ni 1.27 µm
7 Selective Gold 0.2 µm over
Ni 1.27 µm
Other platings on demand.
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WIRE TO BOARD CRIMP CONTACT

Features Double wipe contact use with BS95 
Housing awg 20-16

Material Double wipe contact use with 
BS442 Housing

Electrical Current rating: 4 A 

Mechanical Temperature rating: -30 °C to 85 °C

Packaging Reel 10.000 pcs

CT84SN 

Product Code

A

CT84SN

WIRE TO BOARD HOUSING

Features Single row housing, use with ct84 
contact mates with CFM 5.08 
Header

Material PPOM UL94V1
Gray colour

Electrical Voltage 320V

Mechanical Temperature rating: -30 °C to 85 °C

BS95

Product Code

A B C

BS95 /x GR

B Number of contacts from 02 to 08
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WIRE TO BOARD SHROUDED HEADER

Features Friction lock single row header, 
mates with BS95

Material PA UL94V0

Electrical Voltage 320 V
Current rating 4A

Mechanical Temperature rating: -30 °C to 85 °C

CFM

Product Code

A B C D

CFM /xx x GR

B Number of contacts from 02 to 08

C A: straight
AS: right angle

Version A Version AS

WIRE TO BOARD FAST - ON

Features Fast - on header 5.08 mm pitch
UL file number E150931

Material Insulator: PC UL94V0
Contact: FeP02
Plating Ni+Sn

Electrical Voltage 200 V
Current rating depending on contact 
shape C  2.8=6A   5=10 A   6.3=16 A
2863=16 A max depending on cable 
side

Mechanical Temperature rating: -30 °C to 85 °C

CQ

Product Code

A B C D

CQx /Ax /x NE

A
Version:
S Straight
Q Right angle

B Number of contacts from 02 to 17

C Terminal shape (see drawing)

Version Q Version S
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WIRE TO BOARD FAST - ON 

Features Fast - on header 7.62 mm pitch
UL file number E150931

Material Insulator: PC UL94V0
Contact: FeP02
Plating Ni+Sn

Electrical Voltage 320 V
Current rating depending on contact 
shape C  2.8=6 A 5=10  A 6.3=16 A
2863=16 A max depending on cable 
side

Mechanical Temperature rating: -30 °C to 85 °C

CQ

Product Code

A B C D

CQx /Bx /x NE

A
Version:
S Straight
Q Right angle

B Number of contacts from 02 to 11

C Terminal shape (see drawing)

Version Q Version S

WIRE TO BOARD FAST - ON 

Features Fast - on header 10.16 mm pitch
UL file number E150931

Material Insulator: PC UL94V0
Contact: FeP02
Plating Ni+Sn

Electrical Voltage 500 V
Current rating depending on contact 
shape C  2.8=6A   5=10 A   6.3=16 A
2863=16 A max depending on cable 
side

Mechanical Temperature rating: -30 °C to 85 °C

CQ

Product Code

A B C D

CQx /Cx /x NE

A
Version:
S Straight
Q Right angle

B Number of contacts from 02 to 09

C Terminal shape (see drawing)

Version Q Version S
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WIRE TO BOARD FAST - ON 

Features Fast - on header 12.7 mm pitch
UL file number E150931

Material Insulator: PC UL94V0
Contact: FeP02
Plating Ni+Sn

Electrical Voltage 630 V
Current rating depending on contact 
shape C  2.8=6A   5=10 A   6.3=16 A
2863=16 A max depending on cable 
side

Mechanical Temperature rating: -30 °C to 85 °C

CQ

Product Code

A B C D

CQx /Dx /x NE

A
Version:
S Straight
Q Right angle

B Number of contacts from 02 to 07

C Terminal shape (see drawing)

Version Q Version S

HEADER VERTICAL PTHRAST 5

Features PCB male header, 90°, pitch 5 mm

Material Insulator:
PA 66 UL-V0 GWT-compliant
Contact: Brass Tin Plated

Electrical Current rating: 10 A
Dielectric withstanding: 250 V 
Insulation resistance: 1000 Ω mini
Contact resistance: 10 mΩ max

Mechanical Temperature Range:
-30 °C to 120 °C

Product Code

A B C D E

CTR1 P5 xx Vyy NA

C Number of contacts from 02 to 16

D Different version, depending on P-F-K

E NA: Natural colour of the plastic body

Position A B C
02    5.00 10.20 12.30
03 10.00 15.20 17.30
04 15.00 20.20 22.30
05 20.00 25.20 27.30
06 25.00 30.20 32.30
07 30.00 35.20 37.30
08 35.00 40.20 42.30
09 40.00 45.20 47.30
10 45.00 50.20 52.30
11 50.00 55.20 57.30
12 55.00 60.20 62.30
13 60.00 65.20 67.30
14 65.00 70.20 72.30
15 70.00 75.20 77.30
16 75.00 80.20 82.30
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HEADER HORIZONTAL PTHRAST 5 90°                

Features PCB male header, 90°, pitch 5 mm

Material Insulator:
PA 66 UL-V0 GWT-compliant
Contact: Brass Tin Plated

Electrical Current rating: 10 A
Dielectric withstanding: 250 V 
Insulation resistance: 1000 Ω mini
Contact resistance: 10 mΩ max

Mechanical Temperature Range:
-30 °C to 120 °C

Product Code

A B C D E F

CTR1 P5 xx SQ Vyy NA

C Number of contacts from 02 to 12

D SQ: 90° version

E Different version, depending on P-F-K

F NA: Natural colour of the plastic body

Position A B C
02    5.00 10.20 12.30
03 10.00 15.20 17.30
04 15.00 20.20 22.30
05 20.00 25.20 27.30
06 25.00 30.20 32.30
07 30.00 35.20 37.30
08 35.00 40.20 42.30
09 40.00 45.20 47.30
10 45.00 50.20 52.30
11 50.00 55.20 57.30
12 55.00 60.20 62.30

HEADER VERTICAL PTHRAST 2.5                  

NEW PRODUCT UNDER DEVELOPMENT, PLEASE CONTACT US FOR ANY REQUEST.
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TURNED CONNECTORS AND TERMINALS 

Note:

PLATING standard version
Gold 0.25 μm 
Gold Flash
Tin

PLATING upon request
Selective Gold Flash
Selective Gold

Packing standard version
Box
Tube

Packing upon request
T&R
T&R + Cap
Tube + Cap
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STRIP TERMINALS MALE TEST STRIP TERMINALS STRIPMALE TEST STRIP

Version P nn Plating
(a) (b)

331 1594 1 20 500 Au
332 1594 1 20 540 Sn
333 1594 1 20 500 Au
334 1594 1 20 540 Sn
331 0299 1 20 500 Au
332 0299 1 20 540 Sn
331 0300 1 20 500 Au
332 0300 1 20 540 Sn

Version P nn Plating
(a) (b)

331 0219 1 20 500 Au
332 0219 1 20 540 Sn
331 0778 1 20 500 Au
332 0778 1 20 540 Sn
330 1940 1 20 500 Au
330 1940 1 20 540 Sn
331 0416 1 20 500 Au
332 0416 1 20 540 Sn

33115941NN500
33215941NN540

33315941NN500
33415941NN540

33X02991NN5X0 33X03001NN5X0

33X02191NN5X0 33X07781NN5X0 33X19401NN5X0 33X04161NN5X0

Product Code

A B C D E

xxxxxxx 1xx 5x0

A Version, see table

B Number of pins max

C

Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin
4 μm over Ni 1.27 μm
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STRIP TERMINALS “U”PINS COMPONENT SUPPORT STRIP

STRIP TERMINALS “U”PINS COMPONENT SUPPORT STRIP

“U”PINS STRIP

“U”PINS STRIP

Version P nn Plating
(a) (b)

3310815 1 20 500 Au
3320815 1 20 540 Sn
3310809 1 20 500 Au
3320809 1 20 540 Sn
3310600 1 20 500 Au
3320600 1 20 540 Sn
3310600 *P 20 500 Au
3320600 *P 20 540 Sn

P 1 2 3 4
Pitch  2.54  5.08  7.62 10.16

P 5 6 7 8
Pitch 12.7 15.24 17.78 20.32

Version P nn Plating
(a) (b)

331 0902 2 20 500 Au
332 0902 2 20 540 Sn
333 0902 2 20 500 Au
334 0902 2 20 540 Sn
332 1422 1 20 541 Sn
331 1422 1 20 541 Sn

33109022NN500
33209022NN540

33309022NN500
33409022NN540

33214221NN541 33214221NN540

Product Code

A B C

xxxxxxx 1xx 5x0

A Version, see table

B Number of pins max

C

Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin
4 μm over Ni 1.27 μm

Product Code

A B C

xxxxxxx 1xx 5x0

A Version, see table

B Number of pins max

C

Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin
4 μm over Ni 1.27 μm
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STRIP TERMINALS COMPONENT SUPPORT STRIP

Version P nn Plating
(a) (b)

381 0435 1 20 500 Au
382 0435 1 20 540 Sn
383 0435 1 20 500 Au
384 0435 1 20 540 Sn
381 0559 1 20 501 Au
382 0559 1 20 541 Sn
381 0576 1 20 501 Au
382 0576 1 20 541 Sn

“U”PINS STRIP

Product Code

A B C

xxxxxxx 1xx 5x0

A Version, see table

B Number of pins max

C

Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin
4 μm over Ni 1.27 μm

38104351NN500
38204351NN540

38304351NN500
38404351NN540

38X05761NN5X1 38X05591NN5X1

STRIP TERMINALS FEMALE TEST STRIP TERMINALS STRIPFEMALE TEST STRIP 

Product Code

A B C

xxxxxxx 1xx 5x0

A Version, see table

B Number of pins max

C               
Plating
0 Gold
0.2 μm over Ni 1.27 μm

Version P nn Plating
(a) (b)

331 0599 1 20 400 Au
331 0222 1 20 400 Au
331 0216 1 20 400 Au
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FORK TERMINAL

31112330005X0 3101624000540 3111022000540 3101623000540

TERMINAL PINS LOOSE FORK TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm

TERMINAL PINS LOOSE FORK TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

FORK TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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Product Code

A B C D E F

xxx xxxx 000 x x 0

FORK TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm

TERMINAL PINS LOOSE FORK TERMINALS

3103696000500 3120838000500 31100070005X0 31103460005X0
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TERMINAL PINS LOOSE FORK TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

FORK TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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TERMINAL PINS LOOSE FORK TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

FORK TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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TERMINAL PINS LOOSE FORK TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

FORK TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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TERMINAL PINS FORK TERMINAL

Product Code

A B C D E F

xxx xxxx 000 x x 0

FORK TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm

TERMINAL PINS LOOSE MALE TEST TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

MALE TEST TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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TERMINAL PINS LOOSE MALE TEST TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

MALE TEST TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm

TERMINAL PINS LOOSE MINIFASTON TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

MINIFASTON TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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TERMINAL PINS LOOSE MALE TEST TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

MALE TEST TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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TERMINAL PINS LOOSE MALE TEST TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

MALE TEST TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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TERMINAL PINS LOOSE FEMALE TEST TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

FEMALE TEST TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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TERMINAL PINS LOOSE FEMALE TEST TERMINALS

Product Code

A B C D E F

xxx xxxx 000 x x 0

FEMALE TEST TERMINAL

A Family

B Type of terminal pin

D

Used material
(see references below)
2 Copper
4 Bronze
5 Brass

E
Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over Ni 1.27 μm
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MALE JUMPERS MALE JUMPERS

Product Code

A B C D E F

313 xxxx 000 5 x 0

MALE JUMPERS

B Type of jumper

E

Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over copper 3 μm
Material: brass
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MALE JUMPERS MALE JUMPERS

Product Code

A B C D E F

313 xxxx 000 5 x 0

MALE JUMPERS

B Type of jumper

E

Plating
0 Gold
0.2 μm over Ni 1.27 μm
4 Tin 5 μm over copper 3 μm
Material: brass
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PARAGRAPH 30 - RESISTANCE TO HEAT AND FIRE 

30.1 - Heat resistance 
The parts must comply with the Ball Pressure Test 
(IEC 60695-10-2). The test is carried out at a temperature of 
40 °C ± 2 °C plus the maximum temperature rise determined 
during the test of clause 11, but it shall be at least 75 °C ± 2 °C 
for external components and 125 °C ± 2 °C for components 
supporting live parts.
30.2 - Fire resistance 
30.2.2 - Attended Appliances 
According to the Standard, parts ought to be subjected to 
the Glow-Wire Test (IEC 60695-2-11), which is carried out 
at 750 °C for connections that carry a current > 0.5 A and 
650 °C for other connections.
30.2.3 - Unattended Appliances 
30.2.3.1: Parts that carry a current > 0.2 A shall have a 
Glow Wire Flammability Index (GWFI) > = 850 °C (IEC 
60695-2-12).
30.2.3.2: parts supporting current/carrying connections 
shall always be subjected to the Glow-Wire Test according 

IEC 60335-1 
SAFETY OF HOUSEHOLD AND SIMILAR 
ELECTRICAL APPLIANCES

This Standard deals with the safety of electrical appliances 
for household and similar purposes; the rated voltage of 
the appliances being not more than 250 V for single-phase 
appliances and 480 V for other appliances. Recently the 
Standard has been modified and requirements are reportedly 
much stricter than those previously used, in order to avoid 
fire risks and provide further guarantees of safety in electrical 
appliances. Such modifications involve, above all, components 
made of an insulating material that support electrical 
connections carrying a current > 0.2 A, including components 
at a distance of less than 3 mm from the connection. The 
flowchart for the material and / or part evaluation according 
to IEC 60335-1 is schematically illustrated in figure.

to IEC 60695-2-11. However, the GWT is not carried out 
on parts of material classified as having a Glow-Wire Ignition
Temperature (GWTI–according to IEC 60695-2-13) of 
> = 775 °C for connections that carry a current > 0.2A, and 
> = 675 °C for other connections.
Test samples have to be no thicker than the relevant part. 
The maximum flame-persistence time admitted during the 
test is of 5 seconds. 
When the Glow-Wire Test of IEC 60695-2-11 is carried out 
on the parts, the temperatures are of 750 °C for connections 
which carry a current > 0.2 A and 650 °C for lower connections. 
If during the test a flame that persists for longer than 
2 seconds is produced, the Needle-Flame Test must be 
carried out for all parts above the connection within the 
envelope of a vertical cylinder having a diameter of 20 mm 
and a height of 50 mm. However, the latter test is not needed 
if between the connections and the other parts there is a 
«protection» that comply with the Needle-Flame Test. 
The Needle-Flame Test is not carried out on parts of material 
classified as V-0 or V-1 (IEC 60695-11-10), provided that 
the test sample was no thicker than the relevant part.
WÜRTH ELEKTRONIK STELVIO KONTEK is able to provide 
both standard version components and special version 
components complying with IEC 60335-1, as shown in selection 
tables of each section. In your purchase order, if you require 
the latter type of product, you can simply add “GWT” at the 
end of the standard code.

GWT
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Mechanically stressed components such as terminal 
blocks and connectors require a good retention to the PC 
board. In order to obtain the same efficiency in production of 
SMT process (Surface Mount Technology) and mechanical 
resistance typical of THT process (Through Hole Technology), 
these two technologies can be integrated in one process 
named THR (Through Hole Reflow). 

THR - THROUGH HOLE REFLOW

This process or method is also known as a PIP (Pin In 
Paste) and differently from SMT traditional components, 
the pins of connectors, terminal blocks and fuse-holders 
are inserted into PCB plated through holes previously filled with 
soldering paste and then soldered with Reflow technology 
as described on the following pictures.

TEMPERATURE REQUIREMENTS 

Recommended temperature profiles are specified in JEDEC J-STD-020D.
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PCB CHARACTERISTICS 
1) Plated through holes;
2) Holes diameter: depends on pin dimension and on the accuracy of component deployment;
3) Soldering pad: depend on the pin dimension, paste quantity and stencil layout;
4) Volume of soldering paste can be calculated as follow:

Vh = Hole volume 
Vn = Net volume 
Vp = Soldering pin volume 
S = PCB thickness 
dh = PCB hole diameter 
K = Evaporation factor (equal to 2 with paste estimated bleeding of 50%) 
 

PACKAGING

THR components are also compatible with automated mounting systems (Pick and Place) thanks to packaging solutions 
such as Tube or Tape-and-Reel. For any requirements on THR components contact us.
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CERTIFICATIONS & HOMOLOGATIONS

For us at Würth Elektronik Stelvio Kontek, quality is a 
concrete result rather than a merely formal value. Our 
ranges comply with European Directives in safeguarding 
environment (RoHS, WEEE, PFOS, REACh, etc.).
The Oggiono plant is ISO 9001 certified since 1995; the 
Romanian plant since 2012.

INTERNATIONAL STANDARDS

EUROPEAN DIRECTIVES
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PHILOSOPHY & VALUES

Responsibility with a big R
Focus on the Human foremost
We at Würth Elektronik Stelvio Kontek truly believe that 
corporate culture cannot endure without partnership 
and trust, either towards collaborators or partners and 
customers. 
Hence we take great care in optimizing our communication 
channels and define common win-win objectives. 
After all, best ideas necessarily come from individual. 
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Eco-responsibility 
An investment on our future
For us environmental responsibility doesn’t only mean 
being green. It has to be a real and true doctrine flowing 
through all capillaries of our organization. 
Thus, thanks to its Environmental Management System 
with ISO 14001 certification and its strong spirit of 
innovation, the group makes its own contribution to 
defending the environment as one of its top priorities 
through sustainable development: industrial wastewater 
is conditioned, air is protected with “end of pipe scrubbers”, 
chemical substances are stocked in “double-jacket” 
tanks and the natural resources consumption is carefully 
monitored.

Global Compact 

A human face to the global market
The United Nations Global Compact is a call to companies 
everywhere to voluntarily align their operations and strategies 
with ten universally-accepted principles in the areas of 
human rights, labour, environment and anti-corruption, 
and to take action in support of UN goals, including the 
Millennium Development Goals. 
Würth Elektronik Stelvio Kontek agrees on and takes part 
in the UN Global Compact platform for the development, 
implementation, and disclosure of responsible corporate 
policies and practices. Launched in 2000, it is the largest 
corporate responsibility initiative in the world, with over 
10,000 signatories based in 140 countries.
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INDEX
P/N p.

310 1497 000 5x0 117

310 1555 000 5x0 121

310 1565 000 5x0 117

310 1623 000 540 115

310 1624 000 540 115

310 1939 000 5x0 122

310 2310 000 5x0 123

310 2597 000 5x0 126

310 2840 000 5x0 120

310 2957 000 xxx 124

310 3688 000 5x0 121

310 3696 000 500 116

311 0007 000 5x0 116

311 0008 000 5x0 115

311 0010 000 5x0 115

311 0013 000 5x0 115

311 0014 000 5x0 120

311 0017 000 5x0 117

311 0018 000 5x0 118

311 0019 000 5x0 118

311 0020 000 5x0 118

311 0025 000 5x0 120

311 0030 000 5x0 119

311 0051 000 5x0 117

311 0053 000 5x0 117

311 0058 000 5x0 118

311 0077 000 5x0 117

311 0078 000 5x0 117

311 0094 000 xx0 117

311 0161 000 xx0 117

311 0161 000 5x0 118

311 0165 000 5x0 120

311 0169 000 5x0 117

P/N p.

311 0175 000 5x0 115

311 0190 000 5x0 120

311 0242 000 5x0 118

311 0254 000 5x0 121

311 0322 000 5x0 118

311 0323 000 5x0 121

311 0325 000 5x0 120

311 0326 000 5x0 118

311 0335 000 5x0 118

311 0344 000 5x0 120

311 0346 000 5x0 116

311 0600 000 5x0 119

311 0754 000 5x0 117

311 0788 000 5x0 119

311 0809 000 5x0 119

311 0815 000 5x0 118

311 0902 000 5x0 121

311 0938 000 5x0 118

311 1022 000 540 115

311 1022 000 5x0 117

311 1233 000 5x0 115

311 1234 000 5x0 119

311 1236 000 5x0 119

311 1331 000 5x0 121

311 1398 000 5x0 119

311 1607 000 5x0 121

312 0015 000 xxx 123

312 0016 000 xxx 123

312 0034 000 xxx 124

312 0037 000 xxx 124

312 0079 000 xxx 124

312 0128 000 xxx 125

312 0207 000 xxx 119
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P/N p.

312 0216 000 xxx 125

312 0218 000 xxx 125

312 0219 000 xxx 122

312 0222 000 xxx 125

312 0223 000 xxx 124

312 0266 000 xxx 125

312 0299 000 xxx 122

312 0300 000 xxx 123

312 0318 000 xxx 122

312 0382 000 xxx 124

312 0383 000 xxx 124

312 0385 000 xxx 125

312 0598 000 xxx 124

312 0599 000 xxx 125

312 0668 000 xxx 125

312 0760 000 xxx 119

312 0778 000 xxx 123

312 0838 000 500 116

312 1017 000 xxx 123

312 1139 000 xxx 124

312 1168 000 xxx 124

312 1350 000 xxx 124

312 1594 000 xxx 123

312 1896 000 xxx 125

312 2056 000 xxx 124

313 0004 000 5x0 126

313 0005 000 5x0 126

313 0019 000 5x0 122

313 0088 000 5x0 122

313 0152 000 5x0 118

313 0356 000 5x0 120

313 0499 000 5x0 127

313 0523 000 5x0 127

P/N p.

313 0578 000 5x0 126

313 0579 000 5x0 126

313 0581 000 5x0 126

313 0582 000 5x0 126

313 0675 000 5x0 127

313 0676 000 5x0 127

313 0681 000 5x0 127

313 0777 000 5x0 126

313 0826 000 5x0 126

313 0827 000 5x0 126

313 0828 000 5x0 126

313 0946 000 4xx 81

313 1493 000 4xx 98

313 1730 000 4xx 80

313 1731 000 4xx 80

313 2274 000 4xx 80

313 2512 000 4xx 82

313 2769 000 4xx 82

313 9713 000 4xx 56

313 9714 000 4xx 56

313 9715 000 4xx 83

313 9761 000 4xx 81

313 9762 000 4xx 81

313 9763 000 4xx 81

313 9764 000 4xx 81

313 9765 000 4xx 81

313 9766 000 4xx 81

324 0559 000 5x0 119

330 1940 1xx 5x0 112

331 0216 1xx 5x0 114

331 0219 1xx 5x0 112

331 0222 1xx 5x0 114

331 0299 1xx 5x0 112
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P/N p.

331 0300 1xx 5x0 112

331 0416 1xx 5x0 112

331 0599 1xx 5x0 114

331 0600 1xx 5x0 113

331 0600 1xx 5x0 113

331 0778 1xx 5x0 112

331 0809 1xx 5x0 113

331 0815 1xx 5x0 113

331 0902 1xx 5x0 113

331 1422 1xx 5x0 113

331 1594 1xx 5x0 112

332 0219 1xx 5x0 112

332 0299 1xx 5x0 112

332 0300 1xx 5x0 112

332 0416 1xx 5x0 112

332 0600 1xx 5x0 113

332 0600 1xx 5x0 113

332 0778 1xx 5x0 112

332 0809 1xx 5x0 113

332 0815 1xx 5x0 113

332 0902 1xx 5x0 113

332 1422 1xx 5x0 113

332 1594 1xx 5x0 112

333 0902 1xx 5x0 113

333 1594 1xx 5x0 112

334 0902 1xx 5x0 113

334 1594 1xx 5x0 112

380 8318 5xx 2x0 26

380 8319 5xx 2x0 26

380 8326 5xx 2x0 18

380 8327 5xx 2x0 26

380 8328 5xx 2x0 26

380 8329 5xx 2x0 29

P/N p.

380 8330 5xx 2x0 29

380 9813 6xx 4x0 40

380 9814 6xx 4x0 40

380 9815 6xx 4x0 40

380 9816 6xx 4x0 40

380 9817 6xx 4x0 41

380 9818 6xx 4x0 41

380 9819 6xx 4x0 41

380 9820 6xx 4x0 41

381 0435 1xx 5x0 114

381 0559 1xx 5x0 114

381 0576 1xx 5x0 114

382 0435 1xx 5x0 114

382 0559 1xx 5x0 114

382 0576 1xx 5x0 114

383 0435 1xx 5x0 114

384 0435 1xx 5x0 114

385 0211 1xx 4x0 60

385 0298 1xx 4x0 60

385 0334 1xx 4x0 60

385 0358 1xx 4x0 60

385 0369 1xx 4x0 60

385 0395 1xx 4x0 60

385 0543 1xx 4x0 60

385 0575 1xx 4x0 60

386 0211 1xx 4x0 60

386 0298 1xx 4x0 60

386 0334 1xx 4x0 60

386 0358 1xx 4x0 60

386 0369 1xx 4x0 60

386 0395 1xx 4x0 60

386 0543 1xx 4x0 60

386 0575 1xx 4x0 60
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P/N p.

391 0401 1xx 4x0 65

391 0419 1xx 4x0 65

392 0401 1xx 4x0 65

392 0419 1xx 4x0 65

394 9712 Cxx 4x0 39

398 0298 1xx 4x0 60

398 0302 1xx 4x0 60

398 0303 1xx 4x0 60

398 0304 1xx 4x0 60

398 0305 1xx 4x0 60

398 0306 1xx 4x0 60

398 0307 1xx 4x0 60

398 0334 1xx 4x0 60

398 0358 1xx 4x0 60

398 0543 1xx 4x0 60

398 0575 1xx 4x0 60

399 0211 1xx 4x0 65

399 0302 1xx 4x0 65

399 0303 1xx 4x0 65

399 0304 1xx 4x0 65

399 0305  1xx 4x0 65

399 0334 1xx 4x0 65

399 0358   1xx 4x0 65

399 0395 1xx 4x0 65

401 9718 1xx 4x0 76

423 0576 000 5x0 119

468 8217 8xx 4x0 87

468 8218 8xx 4x0 87

468 8231 2xx 4x0 94

470 8256 5xx 2x0 18

470 8257 5xx 2x0 18

471 0002  2xx 4x0 92

471 0003  2xx 4x0 92

P/N p.

471 0004    2xx 4x0 92

471 0005   2xx 4x0 92

471 0007    2xx 4x0 92

471 0211   1xx 4x0 59

471 0298  1xx 4x0 59

471 0302  1xx 4x0 59

471 0307   1xx 4x0 59

471 0334 1xx 4x0 59

471 0358  1xx 4x0 59

471 0369   1xx 4x0 59

471 0395  1xx 4x0 59

471 0543    1xx 4x0 59

471 0575  1xx 4x0 59

471 1955 1xx 4x0 59

471 1956  1xx 4x0 59

471 2003 1xx 4x0 59

471 2035  1xx 4x0 59

471 2256   1xx 4x0 59

471 2420   2xx 4x0 92

471 2421  2xx 4x0 92

471 2581   1xx 4x0 59

471 2643    1xx 4x0 59

471 2673     1xx 4x0 59

471 2754   1xx 4x0 59

471 2801    1xx 4x0 59

471 2804     1xx 4x0 59

471 8221  8xx 4x0 86

471 8222   8xx 4x0 86

471 8241  2xx 4x0 92

471 8242   2xx 4x0 92

471 8316     5xx 2x0 24

471 8317   5xx 2x0 24

471 9709   6xx 4x0 38
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P/N p.

471 9739 5xx 2x0 16

471 9760 1xx 4x0 58

472 0001 2xx 4x0 93

472 0002 2xx 4x0 93

472 0003 2xx 4x0 93

472 0004 2xx 4x0 93

472 0005 2xx 4x0 93

472 0006 2xx 4x0 93

472 0007 2xx 4x0 93

472 8205 8xx 4x0 86

472 8206 8xx 4x0 86

472 8314 5xx 2xx 25

472 8315 5xx 2xx 25

472 9706 5xx 4x0 17

472 9708 6xx 4x0 39

472 9716 1xx 4x0 64

473 0211  1xx 4x0 62

473 0298  1xx 4x0 62

473 0303  1xx 4x0 62

473 0304     1xx 4x0 62

473 0305 1xx 4x0 62

473 0306 1xx 4x0 62

473 0307  1xx 4x0 62

473 0334 1xx 4x0 62

473 0358 1xx 4x0 62

473 0369 1xx 4x0 62

473 0395 1xx 4x0 62

473 0543    1xx 4x0 62

473 0575   1xx 4x0 62

473 1844   1xx 4x0 62

473 1955   1xx 4x0 62

473 1956 1xx 4x0 62

473 1958  1xx 4x0 62

P/N p.

473 1960  1xx 4x0 62

473 2035      1xx 4x0 62

473 2256  1xx 4x0 62

473 2581   1xx 4x0 62

473 2754  1xx 4x0 62

473 2801 1xx 4x0 62

473 2804     1xx 4x0 62

473 8254    5xx 2x0 30

473 8269 5xx 2x0 16

473 8270 5xx 2x0 16

473 8271 5xx 2x0 16

473 8272 5xx 2x0 16

473 9703 5xx 4x0 24

473 9711 6xx 4x0 38

473 9750 1xx 4x0 61

474 1845 1xx 4x0 67

474 1965 1xx 4x0 67

474 1983 1xx 4x0 67

474 1984 1xx 4x0 67

474 2160 1xx 4x0 67

474 2280 1xx 4x0 67

474 8260 5xx 2x0 17

474 8261  5xx 2x0 17

474 9704 5xx 4x0 25

474 9710 6xx 4x0 40

474 9751 1xx 4x0 66

475 0334 1xx 4x0 103

475 1848 1xx 4x0 103

476 0395 1xx 4x0 104

476 2075 1xx 4x0 104

477 2023 2xx 4x0 96

477 2845 1xx 4x0 72

477 3001 1xx 4x0 72
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P/N p.

477 8201 1xx 4x0 75

477 8205 1xx 4x0 75

477 8206 2xx 4x0 95

477 8219 8xx 4x0 88

477 8231 1xx 4x0 74

477 8232 1xx 4x0 74

477 8233 1xx 4x0 74

477 8237 2xx 4x0 96

477 8285 6xx 4x0 44

477 8286 6xx 4x0 44

477 8287 6xx 4x0 44

477 8288 6xx 4x0 49

477 8291 6xx 4x0 47

477 8292 6xx 4x0 47

477 8293 6xx 4x0 47

477 8294 6xx 4x0 46

477 8294 6xx 4x0 47

477 8297 xxx 4xx 48

477 8302 6xx 4x0 49

477 8311 5xx 4x0 33

477 8312 5xx 4x0 21

477 8313  5xx 4x0 21

477 9705 5xx 4x0 32

477 9717 1xx 4x0 77

477 9719 1xx 4x0 77

477 9720 1xx 4x0 72

477 9721 1xx 4x0 73

477 9722 1xx 4x0 77

477 9723 1xx 4x0 76

477 9724 1xx 4x0 72

477 9725 1xx 4x0 73

477 9726 1xx 4x0 75

477 9731 Cxx 4x0 47

P/N p.

477 9732 6xx 4x0 45

477 9733 6xx 4x0 45

477 9736 6xx 4x0 46

477 9742 6xx 4x0 50

477 9767 1xx 4x0 74

477 9768 1xx 4x0 75

477 9770 1xx 4x0 74

477 9773 6xx 4x0 48

477 9779 5xx 4x0 21

477 9780 5xx 4x0 21

477 9831 5xx 4x0 31

477 9832 5xx 4x0 32

478 2709 1xx 4x0 101

478 2710 1xx 4x0 101

478 2836 1xx 4x0 101

478 2837 1xx 4x0 101

485 3250 000 4xx 102

485 3401 0xx 740 102

668 8211 8xx 4x0 88

668 8212 8xx 4x0 88

668 2136 2xx 4x0 95

670 8273 5xx 4x0 20

670 8274 5xx 2xx 20

670 8275 5xx 2xx 20

670 8276 5xx 2xx 20

670 8322 5xx 2xx 29

670 8323 5xx 2xx 29

670 9822 6xx 4x0 43

670 9823 6xx 4x0 43

670 9824 6xx 4x0 43

670 9825 6xx 4x0 44

670 9826 6xx 4x0 44

670 9827 6xx 4x0 44
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P/N p.

671 8213 8xx 4x0 87

671 8214 8xx 4x0 87

671 8234 2xx 4x0 94

671 8235 2xx 4x0 94

671 8280 6xx 4x0 42

671 8320 5xx 2xx 27

671 8321 5xx 2xx 27

671 9740 5xx 2xx 19

671 9798 1xx 4x0 69

671 9806 1xx 4x0 41

671 9807 1xx 4x0 69

671 9808 1xx 4x0 69

673 8255 5xx 2xx 30

673 8266 5xx 2xx 19

673 8267 5xx 2xx 19

673 8324 5xx 2xx 28

673 8325 5xx 2xx 28

673 8334 6xx 2xx 43

673 9702 5xx 4x0 28

673 9769 6xx 4xx 42

673 9809 1xx 4x0 69

673 9810 1xx 4x0 69

673 9811 1xx 4x0 69

673 9812 1xx 4x0 70

677 8012 5xx 4xx 33

677 8013 5xx 4xx 31

677 8222 8xx 4xx 89

677 8238 2xx 4xx 97

677 8239 2xx 4xx 97

677 8268 5xx 4xx 35

677 8278 5xx 4xx 22

677 8279 5xx 4xx 35

677 8290 6xx 4xx 53

P/N p.

677 8291 6xx 4xx 54

677 8292 6xx 4xx 56

677 8293 6xx 4xx 56

677 8299 6xx 4xx 54

677 8300 6xx 4xx 51

677 8301 6xx 4xx 52

677 8303 6xx 4xx 55

677 8304 6xx 4xx 50

677 8309 1xx 4xx 80

677 8310 5xx 4xx 34

677 8334 1xx 4xx 79

677 9707 5xx 4xx 34

677 9734 6xx 4xx 52

677 9735 6xx 4xx 53

677 9738 5xx 4xx 22

677 9753 1xx 4xx 78

677 9754 1xx 4xx 79

677 9784 6xx 4xx 51

677 9797 1xx 4xx 78

677 9841 6xx 4xx 55

903 9911 1xx 4x0 63

903 9913 1xx 4x0 63

903 9915 1xx 4x0 63

903 9917 1xx 4x0 63

903 9919 1xx 4x0 63

903 9921 1xx 4x0 63

903 9922 1xx 4x0 63

903 9924 1xx 4x0 63

903 9928 1xx 4x0 63

903 9931 1xx 4x0 63

903 9932 1xx 4x0 63

903 9933 1xx 4x0 63

971 9911 1xx 4x0 59
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P/N p.

971 9913 1xx 4x0 59

971 9915 1xx 4x0 59

971 9917 1xx 4x0 59

971 9919 1xx 4x0 59

971 9921 1xx 4x0 59

971 9922 1xx 4x0 59

971 9924 1xx 4x0 59

971 9928 1xx 4x0 59

971 9931 1xx 4x0 59

971 9933 1xx 4x0 59

971 9935 1xx 4x0 59

971 9937 1xx 4x0 59

971 9939 1xx 4x0 59

971 9942 1xx 4x0 59

972 9915 1xx 4x0 64

972 9917 1xx 4x0 64

972 9919 1xx 4x0 64

972 9921 1xx 4x0 64

972 9922 1xx 4x0 64

972 9924 1xx 4x0 64

972 9928 1xx 4x0 64

972 9931 1xx 4x0 64

972 9933 1xx 4x0 64

972 9935 1xx 4x0 64

972 9937 1xx 4x0 64

972 9939 1xx 4x0 64

972 9942 1xx 4x0 64

973 9911 1xx 4x0 62

973 9913 1xx 4x0 62

973 9915 1xx 4x0 62

973 9917 1xx 4x0 62

973 9919 1xx 4x0 62

973 9921 1xx 4x0 62

P/N p.

973 9922 1xx 4x0 62

973 9924 1xx 4x0 62

973 9928 1xx 4x0 62

973 9931 1xx 4x0 62

973 9933 1xx 4x0 62

973 9935 1xx 4x0 62

973 9937 1xx 4x0 62

973 9939 1xx 4x0 62

973 9942 1xx 4x0 62

974 9951 1xx 4x0 67

974 9952 1xx 4x0 67

974 9953 1xx 4x0 67

974 9954 1xx 4x0 67

974 9967 1xx 4x0 67

974 9974 1xx 4x0 67

974 9979 1xx 4x0 67

985 9911 1xx 4x0 58

985 9913 1xx 4x0 58

985 9915 1xx 4x0 58

985 9917 1xx 4x0 58

985 9919 1xx 4x0 58

985 9921 1xx 4x0 58

985 9922 1xx 4x0 58

985 9924 1xx 4x0 58

985 9928 1xx 4x0 58

985 9931 1xx 4x0 58

985 9933 1xx 4x0 58

985 9935 1xx 4x0 58

985 9937 1xx 4x0 58

985 9939 1xx 4x0 58

985 9942 1xx 4x0 58

987 9911 1xx 4x0 63

987 9913 1xx 4x0 63
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P/N p.

987 9915 1xx 4x0 63

987 9917 1xx 4x0 63

987 9919 1xx 4x0 63

987 9922 1xx 4x0 63

987 9924 1xx 4x0 63

987 9928 1xx 4x0 63

987 9931 1xx 4x0 63

987 9932 1xx 4x0 63

987 9933 1xx 4x0 63

989 9911 1xx 4x0 61

989 9913 1xx 4x0 61

989 9915 1xx 4x0 61

989 9917 1xx 4x0 61

989 9919 1xx 4x0 61

989 9921 1xx 4x0 61

989 9922 1xx 4x0 61

989 9924 1xx 4x0 61

989 9928 1xx 4x0 61

989 9931 1xx 4x0 61

989 9933 1xx 4x0 61

989 9935 1xx 4x0 61

989 9937 1xx 4x0 61

989 9939 1xx 4x0 61

989 9942 1xx 4x0 61

991 9951 1xx 4x0 66

991 9952 1xx 4x0 66

991 9953 1xx 4x0 66

991 9954 1xx 4x0 66

991 9979 1xx 4x0 66

BS442        /xx GR 100

BS95          /x GR 105

CFM           /xx x GR 106

CFM2.5      /xx xx GR 101

P/N p.

CQx          /Ax /x NE 106

CQx          /Bx /x NE 107

CQx          /Cx /x NE 107

CQx          /Dx /x NE 108

CT 31x SN 100

CT84SN 105

CTR1         P5 xx SQ Vyy NA 109

CTR1         P5 xx Vyy NA 108

RAST 2.5 mm 109
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