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SOCKET CONNECTOR, STRAIGHT, DOUBLE ROW SMT

Material Housing:
High temperature thermoplastic
UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Insulation resistance: 1000 MΩ mini
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 105 °C

Packaging Tube and T&R

Product Code

A B C D E

677 8309 1xx 4x0 -x

MODUKON SMT     

C Number of contacts from 06 to 80

D
Plating
1 Gold flash
4 Tin
6 Selective gold flash

E
T: tube
TC: Tube + Cap
RC: Tape & Reel + Cap

SOCKET JUMPERS

Features Colour Coded

Material Housing: Polyester GF UL 94V0
Contact: Phosphor bronze

Electrical Current rating: 3A maxi
Dielectric withstanding: 500 V AC
Contact resistance: 20 mΩ max

Mechanical Temperature rating:
-40 °C to 125 °C

Packaging Recyclable cardboard boxes

Product Code

A B C D E

313 xxxx 000 4x x

INSULATED JUMPERS     

B
1730 Closed jumper
1731 Open jumper
2274 Tabs jumper

D

Plating
0 Selective Gold plating
0.2 µm over Ni 1.27 µm
4 Tin plating 4 µm over Ni 1.27 µm
Other plating upon request.

E
Colour
0 Black
2 Red
6 Blue


